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Professional LED Lighting Manufacturer,

Give You Best Lighting Solution!

High-end equipment
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S E M P R @ y | ZTS1 Series LED Street Light S E M P R ; ZTS1 Series LED Street Light

Model No. SP-520W-ZT51 SP-530W-ZT51 SP-S50W-ZT51 SP-575W-ZT51
Power 20w 30w 50w 75W
- Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
Key Features: g
LED Chip Quantity 64pcs 64pcs 96pcs 144pcs
1. High bright Philips SMD3030 LED chip, >150LM/W. LED Brand Philips Philips Philips Philips
2. Meanwell/Sosen driver USECI, stable working. Power Driver Brand Meanwell/Sosen Meanwell/Sosen Meanwell/Sosen Meanwell/Sosen
3. Various beam 3ng|e for your diﬂ:erent requirement. Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
. . . - . . Color-rendering Ind 80 80 80 80
4. ADC12 aluminum alloy housing with good heat dissipation, long lifespan. et ttd A - z z z
; . ; Beam Angle T2M, T3M, T4M, 30°, 60°, 90°, 120°
5. High light transmittance tempered glass.
Input Voltage AC 100-240V AC 100-240V AC 100-240V AC 100-240V
Power Factor >0.9 =09 =09 =0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >4, 500LM >4, 500LM =7, 500LM =11, 250LM
Working Environment -30°C~+50°C -30C~+50°C -30C~+50°C -30C~+50C
Different Beam Angles o High Bright Philips LED Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
Distribution Requirements Fixture Dimension 490*190*82MM 490*190*82MM 450*190*82MM 547*240%82MM
Installation Tube Oe0MM OeOMM Oe0MM Qe0OMM
Net Weight 2.0KGS 2.0KGS 2.0KGS 3.0KGS
Material Aluminum Alloy+Tempered Glass
5MM Tempered Glass———
Model No. SP-5100W-ZTS51 SP-5120W-ZT51 SP-5150W-ZT51 SP-5200W-ZTS51
Power 100W 120w 150W 200w

Meanwell/Sosen Driver Optional
/ P ADC12 Aluminum Housing
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Light Source

SMD3030 LED

SMD3030 LED

SMD3030 LED

SMD3030 LED

LED Chip Quantity

216pcs

216pcs

288pcs

288pcs

LED Brand

Philips

Philips

Philips

Philips

Power Driver Brand

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
. i i Color-rendering Index >80 >80 >80 >80
\ 7 Beam Angle T2M, T3M, T4M, 30°, 60°, 90°, 120°
Input Voltage AC 100-240V AC 100-240V AC 100-240V AC 100-240V
Power Factor >0.9 >0.9 >0.9 =0.9
Luminous Efficiency >150LM/W =150LM/W >150LM/W >150LM/W
P \b\i\ Initial Flux >15, 000LM >18, 000LM >22, 500LM >30, 000LM
) \\ o Working Environment -30°C~+50°C -30°C~+50°C 30C~+50C -30C~+50C
- o \\¥ > ,. Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
_ P e S N “— 4{ IP Rating P66 P66 P66 P66
S : o
- ““-m,\_‘_- 4 h\:--.\ Fixture Dimension 547*240*82MM 547*240*82MM 550*280*92MM 550*280*92MM
S N a / Installation Tube DE0MM DE0OMM OE0MM OE0MM
Net Weight 3.0KGS 3.0KGS 4,2KGS 4.2KGS
Material Aluminum Alloy+Tempered Glass
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ZTS3 Series LED Street Light

Key Features:

1. High bright Lumileds SMD5050 LED chip, with 150LM/W & 170LM/W optional.

2. Meanwell non-dimmable driver and Inventronics EUM 1-10V dimmable driver optional
for your different projects.

3. Several beam angles for your different requirements.

4. Thick tempered glass, safe and IK10 rating.

5. Quality photocell is optional.

High Efficiency Aluminum Housing Photocell is Optional

Tool-free and Disconnected Device
For Safety Maintenance

Tempered Glass

|
Meanwell Driver n

MW High Efficiency PC Lens

Super Bright Lumileds SMD5050 LED
™ LUMILEDS

Various Installation Bracket

www.seiprolight.com

SEIPRO

ZTS3 Series LED Street Light

Model No. SP-S25W-ZTS3 SP-S50W-ZTS3 SP-S75W-ZTS3 SP-S100W-ZTS3
Power 25W 50w 75W 100W
Light Source SMD5050 LED SMD5050 LED SMD5050 LED SMD5050 LED
LED Chip Quantity 36pcs 36pcs 36pcs 54pcs
LED Brand Lumileds Lumileds Lumileds Lumileds
Power Driver Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80
Beam Angle T2M, T3M, T4M, 30°, 607, 90°, 120°
Input Voltage AC 200-240V AC 200-240V AC 200-240V AC 200-240V
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM /W >150LM/W
Initial Flux >3, 750LM >7, 500LM >11, 250LM >15, 000LM
Working Environment -30°C~+50°C -30°C~+50C -30C~+50°C -30°C~+50C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating P66 IP66 IP66 IP66
Fixture Dimension 568*200*109MM 568*200*109MM 568*200*109MM 613*240*109MM
Installation Tube OEOMM Oe0MM ®e0MM ©e0MM
Net Weight 4.0KGS 4.0KGS 4.0KGS 5.0KGS
Material Aluminum Alloy Aluminum Alloy Aluminum Alloy Aluminum Alloy
Model No. SP-S120W-ZTS3 SP-S150W-ZTS3 SP-S200W-ZTS3 SP-5240W-ZTS3
Power 120w 150w 200W 240W
Light Source SMD5050 LED SMD5050 LED SMD5050 LED SMD5050 LED
LED Chip Quantity 54pcs 72pcs 96pcs 96pcs
LED Brand Lumileds Lumileds Lumileds Lumileds
Power Driver Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80
Beam Angle T2M, T3M, T4M, 30°, 60°, 90°, 120°
Input Voltage AC 200-240V AC 200-240V AC 200-240V AC 200-240V
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >18, 000LM >22, 500LM >30, 000LM >36, 000LM
Working Environment -30'C~+50C -30°C~+50C -30C~+50C -30°C~+50C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating P66 P66 P66 P66
Fixture Dimension 613*240*109MM 683*260*109MM 693*300*109MM 693*300*109MM
Installation Tube OE0MM OE0MM OE0MM OE0MM
Net Weight 5.0KGS 6.0KGS 6.5KGS 6.5KGS
Material Aluminum Alloy Aluminum Alloy Aluminum Alloy Aluminum Alloy

www.seiprolight.com




SEIPRO

UCS1 Series LED Street Light

Key Features:

1. High bright CREE LED chip, >150LM/W.

2. Meanwell/Moso driver used, excellent working.

3. 4 types of beam angle for your different projects.

4. OTP, OCP, OVP, SCP protection for save working.

5. Die-cast aluminum alloy housing with good heat dissipation.
6. High quality tempered glass and PMMA lens.

High Efficiency Die-casting
Aluminum Housing

Tool-Free Design,
Easy to Rewire & Repaid

Photocell is Optional

£y

5

':I_ .-

Tempered Glass

Meanwell Driver  High Bright CREE LED Chip

- : MW CREE
Vertical & horizontal MEAN WELL = . ——
installation LED Lighting

www.seiprolight.com
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UCS1 Series LED Street Light

Model No. SP-S40W-UCS1 SP-S60W-UCS1 SP-S80W-UCS1 SP-S100W-UCS1
Power 40W 60W 80w 100W
LED Chip Brand CREE CREE CREE CREE
Power Driver Brand Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80
Beam Angle Type 2, Type 3, Type 4, Type 5
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >6, 000LM >9, 000LM >12, 000LM >15, 000LM
Working Environment -30°C~+50°C -30°C~+50°C -30°C~+50C -30°C~+50°C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP66 P66 P66 IP66
Fixture Dimension 568*200*109MM 568*200*109MM 613*240*109MM 613*240*109MM
Installation Tube ®60MM D60MM D60MM OE0MM
Material Die-cast Aluminum+Tempered Glass
Model No. SP-S120W-UCS1 SP-S150W-UCS1 SP-S180W-UCS1 SP-S200W-UCS1
Power 120W 150W 180W 200W
LED Chip Brand CREE CREE CREE CREE
Power Driver Brand Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80
Beam Angle Type 2, Type 3, Type 4, Type 5
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >18, 000LM >22, 500LM >27, 000LM >30, 000LM
Working Environment -30C~+50C -30C~+50C -30C~+50C -30C~+50°C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP66 IP66 IP66 IP66
Fixture Dimension 613*240*109MM 683*260*109MM £93*300*109MM 693*300*109MM
Installation Tube O60MM ®60MM O60MM DE0MM

Material

Die-cast Aluminum+Tempered Glass

www.seiprolight.com




UCS2 Series LED Street Light

Key Features:

1. High bright CREE LED chip and top brand Sosen driver.
2. Slim design and cost effective.

3. Very easy on transportation and installation.

4. Light with OTP, OCP, OVP, SCP protection.

5. Pure aluminum housing, good heat dissipation.

6. DALI, 1-10V dimmable available.

1%\ Optional Accessory
For different installation '

60mm 40mm

Compatible For All Poles

High Light Transmittance Top Brand Driver

PC Lens

g

[ ¢
SOSEN

CREE LED Chip High Efficiency Aluminum Housing

. ==
- —— A
LED Lighting

www.seiprolight.com

UCS2 Series LED Street Light

Model No. SP-530W-UC52 SP-540W-UCS2 SP-560W-UCS2 SP-590W-UCS2 5P-5120W-UCs2 SP-5150W-UCS2 SP-5200W-UCS2
Power 30w 40w 60W 90w 120W 150W 200W
Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
LED Chip Brand CREE CREE CREE CREE CREE CREE CREE
Power Driver Brand Sosen Sosen Sosen Sosen Sosen Sosen Sosen
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80 >80 >80 >80
Beam Angle Type 2 Type 2 Type 2 Type 2 Type 2 Type 2 Type 2
Input Voltage AC 200-240V AC 200-240V AC 200-240V AC 200-240V AC 200-240V AC 200-240V AC 200-240V
Power Factor >0.9 =09 =0.9 =0.9 =0.9 =0.9 =0.9
Luminous Efficiency >120LM/W >120LM/W >120LM/W >120LM/W >120LM/W >120LM/W >120LM/W
Initial Flux =3, 600LM >4, B00LM >7, 200LM >10, 800LM =14, 400LM >18, 000LM >24, 000LM
Working Environment -30°C~+50C -30°C~450C -30°C~+50C -30°C~+50°C -30C~+50T -30°C~+50"C -30°C~+50°C
Life Span >50, 000Hrs =50, 000Hrs >50, 000Hrs =50, 000Hrs >50, 000Hrs =50, 000Hrs >50, 000Hrs
IP Rating IP66 IPBE IPE6 P66 P66 IP66 IPE6
Fixture Dimension 366*135*85MM | 366*135*85MM | 431*160*90MM | 431*160*90MM | 631*215*90MM | 631*215*90MM | 631*215*30MM
Installation Tube D40/060MM D40/DEOMM D40/D60MM @40/DEOMM ®40/DEOMM Q40/DEOMM D40/DE0MM
Material Aluminum Aluminum Aluminum Aluminum Aluminum Aluminum Aluminum

www.seiprolight.com

Light Distribution Curve:

Two Types Installation Tubes Optional:

40mm




UCS3 Series LED Street Light

Key Features:

1. Philips LED chip & Meanwell power driver.

2. Die-casting aluminum housing for good heat dissipation.

3. Smooth back design, eliminate the risk of dust and bird droppings.
4. Tempered glass used, increasing the security.

5. High light transmittance PMMA lens used.

MW

Meanwell Power Driver

PMMA Lens

Tempered Glass

: = |
Adjustable Inclinati@h System

PHILIPS

160LM/W
High Bright Philips LED

www.seiprolight.com

UCS3 Series LED Street Light

Model No. SP-S24W-UCS3 SP-S40W-UCS3 SP-S50W-UCS3 SP-S80W-UCS3
Power 24W 40W 50w 80w
LED Chip Brand Philips Philips Philips Philips
Power Driver Brand Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >70 >70 >70 >70
Beam Angle TP /TP /TP IV/TPV | TP /TP /TP IV/TPY | TPIJTP /TP IV/TPV | TP /TP /TP IV/TPV
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Surge Protection 6KV BKV BKV BKV
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >160LM/W >160LM/W >160LM /W >160LM/W
Initial Flux >3, 840LM >6, 400LM >8, 000LM >12, 800LM
Working Environment -30C~+50C -30C~+507C -30°C~+50C -30°C~+50C
Life Span >50, 000Hrs >50, 000Hrs >50, 000HTrs =50, 000Hrs
IP Rating IP66 IP66 IP66 IP66
IK Rating IK08 KO8 K08 K08
Fixture Dimension 515*190*99MM 515*190*99MM 515*190*99MM 575*242*109MM
Installation Tube D®e0MM De0MM De0MM D®e0MM

Material Die-cast Aluminum+Tempered Glass
Model No. SP-S100W-UCS3 SP-S120W-UCS3 SP-S150W-UCs3 SP-S200W-UCS3
Power 100w 120W 150W 200W
LED Chip Brand Philips Philips Philips Philips
Power Driver Brand Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >70 >70 >70 >70

TP /TP /TP IV/TPV

Beam Angle TPI/TP /TP IV/TPV | TPIYTPI/TPIV/TPV | TPI/TP /TP IV/TPV

Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V

Surge Protection 6KV BKV 6KV 6KV

Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >160LM/W >160LM/W >160LM/W >160LM/W
Initial Flux >16, 000LM >19, 200LM >24, 000LM >32, 000LM
Working Environment -30°C~+50C -30°C~+50C -30°C~+50"C -30°C~+50C
Life Span >50, 000Hrs =50, 000Hrs >50, 000Hrs >50, 000Hrs

IP Rating P66 P66 IP66 IP66

IK Rating IKO8 IK08 K08 IKO8

Fixture Dimension 575%242*109MM 615%262*109MM 615%262*109MM 685%287*109MM
Installation Tube DE0MM D60MM OE0MM DE0MM

Material

Die-cast Aluminum+Tempered Glass

www.seiprolight.com




DTS1 Series LED Street Light

SEIPRO

Key Features:

1. Super bright Philips LED chip, more than 130LM/W.

2. Elegant design and popular in a lot of markets.

3. Die-casting aluminum housing, good heat dissipation.

4. High efficiency power driver for stable working.

5. Rotatable arms for your different installation requirements.

MW

Meanwell Power Driver

High Bright Philips LED

Ly = PHILIPS

90° Rotatable

Die-casting Aluminum Housing

alu

www.seiprolight.com

SEIPRO

DTS1 Series LED Street Light

SP-5120W-DTS1

SP-5150W-DTS1

SP-5200W-DTS1

Model No. SP-S80W-DTS1 SP-S100W-DTS1
Power 80W 100W 120W 150w 200W
Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
LED Chip Quantity 120pcs 120pcs 120pcs 120pcs 120pcs
LED Chip Brand Philips Philips Philips Philips Philips
Power Driver Brand Meanwell Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80 >80
Beam Angle 60*120° 60*120° 60*120° 60*120° 60*120°
Input Voltage AC 85-265V AC 85-265V AC 85-265V AC 85-265V AC 85-265V
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >130LM/W >130LM/W >130LM/W >130LM/W >130LM/W
Initial Flux >10, 400LM >13, 000LM >15, 600LM >19, 500LM >26, 000LM
Working Environment -30°C~+50C -30C~+50C -30C~+50C -30C~+50°C -30C~+50C
Life Span >50, 000Hrs >50, 000HTrs >50, 000HTrs >50, 000HTrs >50, 000Hrs
IP Rating IP65 IP65 IP65 IP65 1P65
Fixture Dimension 735*245*70MM 735%245%70MM 735%245*70MM | 735*245*70MM 735%245*70MM
Installation Tube O60MM O60MM Oe0MM Oe0MM OE0MM
Net Weight 4.5KGS 4.5KGS 5.0KGS 5.3KGS 5.5KGS
Material Die-casting Aluminum

Light Distribution Curve:

.......

www.seiprolight.com




SEIPRO

DTS2 Series LED Street Light

Key Features:

1. Philips LED chip, top brand and high quality.

2. Modular design provides excellent heat dissipation.

3. High light transmittance PC lens used.

4. Meanwell driver used, guarantee high working stability.

5. Rotatable arms for your different installation requirements.

Aluminum Alloy Housing

Power Driver Separately Installed,
Easy For Replacement

|l
—

Meanwell Driver 7

PHILIPS

High Bright Philips LED

90° Rotatable

www.seiprolight.com

SEIPRO

DTS2 Series LED Street Light

Model No.

SP-S50W-DTS2

SP-S80W-DTS2

SP-5100W-DTS2

SP-5120W-DTS2

SP-5150W-DTS2

SP-5200W-DTS2

Power

50w

30w

100w

120W

150w

200W

Light Source

SMD3030 LED

SMD3030 LED

SMD3030 LED

SMD3030 LED

SMD3030 LED

SMD3030 LED

LED Chip Quantity 1*48pcs 2*48pcs 2*48pcs 3*48pcs 3*48pcs 4*48pcs
LED Chip Brand Philips Philips Philips Philips Philips Philips
Power Driver Brand Meanwell Meanwell Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80 >80 >80
Beam Angle 60*120° 60*120° 60*120° 60*120° 60%120° 60*120°
Input Voltage AC 85-265V AC 85-265V AC 85-265V AC 85-265V AC 85-265V AC 85-265V
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >130LM/W >130LM/W >130LM/W >130LM/W >130LM/W >130LM/W
Initial Flux >6, 500LM >10, 400LM >13, 000LM >15, 600LM >19, 500LM >26, 000LM
Working Environment -30C~+50°C -30°C~+50°C -30°C~+507C -30°C~+50C -30°C~+507C -30°C~+507C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating 1P65 1P65 1P65 1P65 IP65 IP65
Fixture Dimension 450*285*80MM 540*285*80MM 540*285*80MM 630*285*80MM 630*285*80MM 720*285*80MM
Installation Tube ®60MM O60MM O60MM DE0MM DEOMM DE0MM
Net Weight 1.5KGS 3.0KGS 3.0KGS 4.2KGS 4.2KGS 5.5KGS
Material Aluminum Alloy Aluminum Alloy Aluminum Alloy Aluminum Alloy Aluminum Alloy Aluminum Alloy

Light Distribution Curve:

-faune
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UCF1 Series LED Flood Light

SEIPRO

Key Features:

1. High bright Philips SMD2835 LED chip, more than 150LM/W.

2. Meanwell/Sosen driver optional, long life.

3. Robust ADC12 die-casting aluminum housing, good heat dissipation.
4. High quality tempered glass, high protection rating IP66.

5. With plug-in sensor optional.

High Light Transmittance Aluminum Housing
Tempered Glass

Top Brand Driver

MEAN WELL

High Bright Philips LED
PHILIPS

Plug-in Sensor Optional

For 10-50W High Strength Bracket

www.seiprolight.com

SEIPRO

UCF1 Series LED Flood Light

SP-FSOW-UCF1

SP-F100W-UCF1

SP-F150W-UCF1

SP-F200W-UCF1

Model No. SP-F10W-UCF1 SP-F20W-UCF1 SP-F30W-UCF1
Power ow 20w Iow s0wW 100w 150w 200W
Light Source SMD2835 LED SMD2835 LED SMD2835 LED SMD2835 LED SMD2835 LED SMD2835 LED SMD2835 LED
LED Chip Brand Philips Philips Philips Philips Philips Philips Philips

Power Driver Brand

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index =70 =70 >70 >70 =70 =70 =70
Beam Angle 90°/120° 90°/120° 90°/120° 90°/120° 90°/120° 90°/120° 90°/120°
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Power Factor >0.9 >0.9 =0.9 =0.9 =0.9 =0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >1, 500im >3, 000Im >4, 500lm >7, 500lm >15, 000Im >22, 500lm >30, 000Im
Working Environment -30°C~+50TC -30C~+50TC -30C~+50C -30C~+507C -30°C~+50C -30°C~+501C -30C~+50°C
Life Span >50, 000Hrs =50, 000Hrs =50, 000Hrs =50, 000Hrs »50, 000Hrs =50, 000Hrs >50, 000Hrs
IP Rating P66 IP6E IP66 IP66 P66 IP6E IP6E
Fixture Dimension 232%204*53MM | 232*204*53MM 232*204*53MM | 280*245*53MM | 354*319*53MM | 400*359*63MM | 430*389*63MM
Net Weight 1.2KGS 1.2KGS 1.2KGS 1.6KGS 3.0KGS 3.8KGS 4.5KGS
Material ADC12 Aluminum+Tempered Glass

Light Distribution Curve:

90°

www.seiprolight.com
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S Eﬂl P LF\% @ : UCF2 Series LED Flood Light S E ﬂ| P R @ g UCF2 Series LED Flood Light

Model No. SP-F100W-UCF2 SP-F150W-UCF2 SP-F200W-UCF2 SP-F240W-UCF2
Key Features: Power 100W 150W 200W 240W
1. High bright CREE SMD3030 LED chip & Meanwell driver used. Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
2. Screw-free to open, very easy to repair and maintain. LED Chip Brand CREE CREE CREE CREE
3. PMMA lens & tempered glass used, excellent on UV resistance. Power Driver Brand Meanwell Meanwell Meanwell Meanwell
4.9 types gl beam angle for your different projects, Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
5. Advanced URG technology.
Color-rendering Index >70 >70 >70 >70
Beam Angle 20°/30°/60°/90°/Type 1I/Type Ill/Type IV/Type V/P50
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Tempered Glass ADC12 Aluminum Housing
Power Factor >0.9 >0.9 >0.9 >0.9
PMMA Lens Luminous Efficiency >140LM/W >140LM/W >140LM/W >140LM/W
Initial Flux >14, 000Im >21, 000Im >28, 000Im >33, 600Im
Working Environment -30°C~+507C -30°C~+507C -30°C~+50C -30°C~+50C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP66 IP66 IP66 IP66
Fixture Dimension 461*320*69MM 461*320*69MM 461*380*69MM 534*440*69MM
Net Weight 5.1KGS 5.1KGS 6.0KGS 8.6KGS
Material ADC12 Aluminum+Tempered Glass

High Strength Bracket MW

. . . .
Meanwell Driver Light Distribution Curve:

LED Lighting
P50 20° 30° 60°
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UCF3 Series LED Tennis Court Light

SEIPRO

Key Features:

1. Unigue new design for tennis court.

2. Anti-glaring and low UGR.
3. Polarized light output from reflecting structure offers best uniformity and lux.

4. Very easy on installation and maintenance.
5. High bright Philips LED chip, more than 150LM/W.

Pure Aluminum Housing
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SEIPRO

UCF3 Series LED Tennis Court Light

Model No. SP-TC30W-UCF3 SP-TC43W-UCF3 SP-TC60W-UCF3 SP-TC80W-UCF3
Power 30w 43W 60W 80w
LED Chip Brand Philips Philips Philips Philips
Power Driver Brand Osram Osram Osram Osram
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >70 >70 >70 >70
Beam Angle P70 P70 P70 P70
Input Voltage AC 220-240V AC 220-240V AC 220-240V AC 220-240V
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >4, 500lm >6, 450Im >9, 000Im >12, 000Im
Working Environment -30°C~+50C -30C~+50°C -30C~+50C -30C~+50C
Life Span >50, 000HTrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP65 IP65 P65 IPE5
Fixture Dimension 1511*117*83MM 1511%117*83MM 1511*117*83MM 1511*%117#*83MM
Material Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum

Light Distribution Curve:

P70

roa
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Product Size:

1511mm
- -




UCF4 Series LED Flood Light

SEIPRO

Key Features:

1. High bright CREE LED chip & Inventronic driver used, great quality.

2. Low glare, low back light, low spill light.

3. With European design patent, popular in the European market.

4. Tempered glass & PMMA lens used, great performance on UV resistance.

5. Precise angle rotation, give you best lighting effect.
6. Special designed optics used for your different projects.

Rotatable Visor

INVENTRONICS

Inventronics Driver

Pure Aluminum

' Tempered Glass

High Bright CREE SMD5050
Precise Angle Rotation

LED Lighting Power Driver Box

www.seiprolight.com

SEIPRO

UCF4 Series LED Flood Light

Model No. SP-F500W-UCF4 SP-F600W-UCF4 SP-F1000W-UCF4 SP-F1200W-UCF4
Power 500w 600W 1000W 1200W
Light Source SMD5050 LED SMD5050 LED SMD5050 LED SMD5050 LED

LED Chip Brand CREE CREE CREE CREE

Power Driver Brand

Inventronics

Inventronics

Inventronics

Inventronics

Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >70 >70 >70 >70
Beam Angle 30°/60°/90°/MBP20/MLP30/MBP45/MBP70
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >75, 000LM >90, 000LM >150, 000LM >180, 000LM
Working Environment -40°C~+60C -40°C~+60C -40°C~+60C -40C~+60C
Life Span >50, 000Hrs >50, 000HTrs >50, 000Hrs >50, 000Hrs
IP Rating IP66 IP66 IP66 IP66
Impact Test IKO8 IKO8 IKO8 IKO8
Fixture Dimension 470*524*127MM 470%524*127MM 920*558%127MM 920*558*127MM
Net Weight 14.8KGS 14.8KGS 27.5KGS 27.5KGS
Material Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum

Light Distribution Curve:

30°
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90°




SEIPRO

UCF5 Series LED Flood Light

Key Features:

1. High bright CREE LED chip & Meanwell/Osram driver used.
2. More than 150LM/W, high brightness and saving energy.
3. With visor, very low spill light.

4. Metal mesh is optional, up to IK10 rating.

5. Various light distribution curve for your different projects.

Stainless Steel Mesh Protection is Optional

Metal Visor is Optional Die-casting Aluminum Housing

Tempered Glass

———H

|
High Strength Bracket
Osram/Meanwell Driver

OSRAM

LED Lighting

SEIPRO

UCFS5 Series LED Flood Light

www.seiprolight.com

Model No. SP-F100W-UCF5 SP-F150W-UCF5 SP-F200W-UCF5 SP-F240W-UCF5 SP-F400W-UCF5
Power 100W 150w 200W 240W 400W
LED Chip Brand CREE CREE CREE CREE CREE
Power Driver Brand Osram/Meanwell | Osram/Meanwell | Osram/Meanwell | Osram/Meanwell | Osram/Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >70 >70 >70 >70 >70
Beam Angle 30°/60°/90°/100*150°/120*150°/MLP30/MBP45
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >15, 000LM >22, 500LM >30, 000LM >36, 000LM >60, 000LM
Working Environment -20°C~+45C -20°C~+45C -20°C~+45C -20°C~+45C -20°C~+45C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP66 IP66 IP66 IP66 IP66
Impact Test IK08/IK10 IK08/IK10 IKO8/1K10 IK08/1K10 IK08/1K10
Fixture Dimension 292*246*¥53MM 336%246*53MM 407*328*53MM 407*328*53MM 496*411*71MM
Net Weight 2.5KGS 3.3KGS 5.2KGS 5.5KGS 9.6KGS
Material Die-Casting Aluminum & Tempered Glass
Light Distribution Curve:
30° 60° 90° 100*150
.
120*150° MLP30 MBP45
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UCF6 Series LED Flood Light

SEIPRO

Key Features:

1. High bright CREE SMD5050 LED chip, 180-190LM/W.
2. With visor, good to minimize glare light and spill light.

3. Easy to open the driver to rewire in series.
4. Driver box can be fixed on bracket or pole to lower the whole light fixture weight and easy to maintain.

5. Various beam angles for different project requirements.

With Visor to Minimize Glare Light Pure Aluminum Housing

And Spill Light

High Stregth Bracket

CREE SMD5050 LED Various Beam Angle Sosen Driver
vREE@ |.'2] SOSEN
LED DRIVER

LED Lighting

www.seiprolight.com

SEIPRO

UCF6 Series LED Flood Light

Model No. SP-F500W-UCF6 SP-F600W-UCF6 SP-F800W-UCF6 SP-F1000W-UCF6
Power 500W 600W 800W 1000W
Light Source SMD5050 LED SMD5050 LED SMD5050 LED SMD5050 LED
LED Chip Brand CREE CREE CREE CREE
Power Driver Sosen Sosen Sosen Sosen
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >70 >70 >70 >70
Beam Angle 20°/30°/45°/60° 20°/30°/45°/60° 20°/30°/45°/60° 20°/30°/45°/60°
Input Voltage AC 180-305V AC 180-305V AC 180-305V AC 180-305V
Surge Protection 10KV 10KV 10KV 10KV
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >190LM/W >180LM/W >190LM/W >180LM/W
Initial Flux >95, 000Im >10, 800Im >15, 200lm >18, 000Im
Working Environment -30°C~+50C -30°C~+50C -30C~+50°C -30°C~+50C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP66 IP66 IP66 IP66
IK Rating K08 K08 IK08 K08
Fixture Dimension 592*509*263MM 592*509*263MM 697*649*263MM 697*649*263MM
Material Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum

20°
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Light Distribution Curve:

30°

45°

60°




S E ﬂl P LF\% @ : | ZTF1 Series LED Flood Light S E ﬂ| P R | ZTF1 Series LED Flood Light

Model No. SP-F30W-ZTF1 SP-FS0W-ZTF1 SP-F8OW-ZTF1 SP-F100W-ZTF1 SP-F150W-ZTF1
Power 30w 50w 80w 100W 150w
Key Features' Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
. . . . LED Chi antit 48pcs 72pcs 128pcs 128pcs 192pcs
1. High bright Lumileds SMD3030 LED chip, more than 160LM/W. Ip Quantity P P P ? i
. A . LED Chip Brand Lumileds Lumileds Lumileds Lumileds Lumileds
2. Meanwell/Sosen driver optional, stable working.
) ) . ) Power Driver Meanwell/Sosen Meanwell/Sosen Meanwell/Sosen Meanwell/Sosen Meanwell/Sosen
3. Various watts and beam angle optional for your different projects.
. . . Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
4. ADC12 aluminum alloy housing used, ensure long lifespan.
Color-rendering Index >80 >80 >80 >80 >80
5. Light equipped with high light transmittance tempered glass. Beam Angle 30°, 60°, 90, 120°, Type 2, Type 3
Input Voltage AC 100-240V AC 100-240V AC 100-240V AC 100-240V AC 100-240V
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >160LM/W >160LM/W >160LM/W >160LM/W >160LM/W
Initial Flux >4, 800Im >8, 000Im >12, 800Im >16, 000Im >24, 000Im
High Transmittance Tempered Glass : - - - - - -
5 Working Environment -30°C~+507C -30°C~+50C -30°C~+50C -30°C~+50°C -30C~+50TC
IP66 Waterproof Rating
0 LUMILEDS Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
High Bright Lumileds IP Rating IP66 IP66 P66 IP66 P66
SMD3030, 160LM'JW Fixture Dimension 282*220%52MM 337*269*52MM 394*394*56MM 394*394*56MM 445*%392*56MM
Full Degree Beam
Angle Available Net Weight 1.5KGS 2.7KGS 3.5KGS 3.5KGS 4.5KGS
Material ADC12 Aluminum+Tempered Glass
M W &’] Model No. SP-F200W-ZTF1 SP-F240W-ZTF1 SP-F300W-ZTF1 SP-F350W-ZTF1 SP-FA00W-ZTF1
. oo P 200w 240w 300W 350w 400W
ADC12 Aluminum SOSEN ower
Top Brands Power Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
Driver Optional
LED Chip Quantity 288pcs 384pcs 512pcs 512pcs 512pcs
High Strength Bracket LED Chip Brand Lumileds Lumileds Lumileds Lumileds Lumileds
Power Driver Meanwell/Sosen Meanwell/Sosen Meanwell/Sosen Meanwell/Sosen Meanwell/Sosen
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80 >80
Beam Angle 30°, 607, 90°, 120°, Type 2, Type 3
Input Voltage AC 100-240V AC 100-240V AC 100-240V AC 100-240V AC 100-240V
Power Factor >0.9 >0.9 =09 >0.9 >0.9
Luminous Efficiency >160LM/W >160LM/W >160LM/W >160LM/W >160LM /W
Initial Flux >32, 000Im >38, 400Im >48, 000Im 556, 000Im >64, 000Im
Working Environment -30C~+50C -30C~+507TC -30C~+507C -30°C~+507C -30C~+507C
Life Span >50, 000Hrs =50, 000Hrs >50, 000Hrs =50, 000Hrs =50, 000Hrs
IP Rating IP66 IP66 P66 IP66 IP66
Fixture Dimension 497*392*56MM 497*392*56MM 503*545*64MM 503*545*64MM 503*545%64MM
Net Weight 5.5KGS 5.5KGS 8.5KGS 9.0KGS 9.0KGS
Material ADC12 Aluminum+Tempered Glass
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DTF1 Series LED Flood Light

SEIPRO

Key Features:

1. High bright Philips SMD3030 LED chip & Meanwell power driver.
2. Modular design, providing excellent heat dissipation.

3. Quality tempered glass used, good on impact resistance.

4. IP67 rating, good on waterproof and used outside.

Aluminum Bracket,
180° adjustable

Modular Design,
Good For Heat Dissipation

Mw

Meanwell Driver

High Light Transmiattance
Tempered Glass

High Bright Philips LED

PHILIPS

www.seiprolight.com

SEIPRO

DTF1 Series LED Flood Light

Model No. SP-F50W-DTF1 SP-F100W-DTF1 SP-F150W-DTF1 SP-F200W-DTF1 SP-F250W-DTF1
Power S50W 100W 150W 200W 250W
Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
LED Chip Brand Philips Philips Philips Philips Philips
Power Driver Brand Meanwell Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >70 >70 >70 >70 >70
Beam Angle 120° 120° 120° 120° 120°
Input Voltage AC 85-265V AC 85-265V AC 85-265V AC 85-265V AC 85-265V
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >130LM/W >130LM/W >130LM/W >130LM/W >130LM/W
Initial Flux >6, 500Im >13, 000Im >19, 500Im >26, 000Im >32, 500Im
Working Environment -30C~+501C -30°C~+507C -30°C~+50°C -30C~+50C -30°C~+50C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP67 P67 IP67 P67 P67
Fixture Dimension 90*290*130MM 180*290*130MM 270*290*130MM 365*290*130MM 455*290*130MM
Net Weight 3.8KGS 3.3KGS 4.5KGS 5.8KGS 6.2KGS
Material Aluminum Alloy+Tempered Glass

Light Distribution Curve:

120°
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UCU2 Series UFO LED High Bay Light

SEIPRO

Key Features:

1. High bright Philips SMD2835 LED chip, more than 150LM/W.

2. Meanwell/Sosen driver, top brand.
3. Die-casting aluminum housing, good heat dissipation.
4. With plug-in sensor & different function options, such as PIR sensor,

micro-wave sensor, Zigbee+Sensor and so on.

o/1-10v -~ ¥
[ SOSEN ' AN & Z,
LED DRIVER Dimmable zighee
Top Brands Driver .

Die-casting Aluminum Housing —

&

Remote Control Optional,
] to Re-program the Sensor
[

el .
~=—~ Plug-in Sensor,

High Bright Philips LED Easy to Operate

www.seiprolight.com

SEIPRO

UCU2 Series UFO LED High Bay Light

Model No.

SP-H100W-UCU2

SP-H120W-UCU2

SP-H150W-UCU2

SP-H200W-UCU2

Power

100W

120W

150W

200W

Light Source

SMD2835 LED

SMD2835 LED

SMD2835 LED

SMD2835 LED

LED Chip Brand

Philips

Philips

Philips

Philips

Power Driver Brand

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80
Beam Angle 60°/90°/120° 60°/90°/120° 60°/90°/120° 60°/90°/120°
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >15, 000LM >18, 000LM >22, 500LM >30, 000LM
Working Environment -200C~+45TC -20C~+45°C -20°C~+45°C -20C~+45°C
Life Span >50, 000Hrs >50, 000HTrs >50, 000HTrs >50, 000HTrs
IP Rating IP65 IP65 IP65 IP65
Fixture Dimension ®308*181MM ®308*181MM ®308*181MM ®354*183MM
Net Weight 2.0KGS 2.2KGS 2.2KGS 3.0KGS
Material Die-Casting Aluminum

60°
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Light Distribution Curve:

90°

120°




UCU3 Series UFO LED High Bay Light

SEIPRO

Key Features:
1. High bright Philips SMD2835 LED chip, more than 150LM/W.

2. High efficiency Sosen driver, great brand.
3. Die-casting aluminum housing, good heat dissipation for long lifespan.

4. High light transmitting lens used.

le SOSEN
LED DRIVER

Top Brand Driver

Die-casting Aluminum Housing

High Bright Philips LED High Light Transmiattance PMMA Lens

www.seiprolight.com

SEIPRO

UCU3 Series UFO LED High Bay Light

Model No.

SP-H100W-UCU3

SP-H150W-UCU3

SP-H200W-UCU3

Power

100W

150w

200W

Light Source

SMD2835 LED

SMD2835 LED

SMD2835 LED

LED Chip Brand Philips Philips Philips
Power Driver Brand Sosen Sosen Sosen
Color Temperature 2700-6500K 2700-6500K 2700-6500K

Color-rendering Index >80 >80 >80
Beam Angle 60°/90°/120° 60°/90°/120° 60°/90°/120°
Input Voltage AC 100-277V AC 100-277V AC 100-277V

Power Factor >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W
Initial Flux >15, 000LM >22, 500LM >30, 000LM
Working Environment -20°C~+457C -20°C~+457C -20C~+45C
Life Span >50, O00Hrs >50, 000Hrs >50, O00Hrs

IP Rating IP65 IP65 IP65

IK Rating IKO8 IKO8 IKO8

Fixture Dimension ®254*150MM ®309*156MM ®354*161MM

Material

Die-Casting Aluminum

Die-Casting Aluminum

Die-Casting Aluminum

60°

Light Distribution Curve:

90° 120°
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UCU4 Series UFO LED High Bay Light SEIPR UCUA4 Series UFO LED High Bay Light

SEIPRO

Model No. SP-H100W-UCU4 SP-H150W-UCU4 SP-H200W-UCU4 SP-H240W-UCU4
Key Features:
Power 100W 150W 200W 240W
1. Philips LED chip & Philips driver, 160LM/W.
LED Chip Brand Philips Philips Philips Philips
2. Fashion design and popular in European market.
3. Die-casting aluminum housing, excellent heat dissipation. Power Driver Brand Philips Philips Philips Bhillps
4. Professional light distribution curve for your different requirement. Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
5. Different installation ways optional. ]
Color-rendering Index >80 >80 >80 >80
Beam Angle 60°/90°/120° 60°/90°/120° 60°/90°/120° 60°/90°/120°
Input Voltage AC 220-240V AC 220-240V AC 220-240V AC 220-240V
pH I I.I ps Power Factor >0.9 >0.9 >0.9 >0.9
Philips Dri
HRSTRE Luminous Efficiency >160LM/W >160LM/W >160LM/W >160LM/W
Initial Flux >16, 000LM >24, 000LM >32, 000LM >38, 400LM
Working Environment -20C~+45C -20C~+45TC -20°C~+45C -20C~+45C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP65 IP65 IP65 IP65
IK Rating IK08 1K08 IK08 IK08
Fixture Dimension 0248*158MM ®308*168MM ®360*174MM ®360*174MM
High Bright Philips LED High Light Transmittance Lens Material Die-Casting Aluminum

www.seiprolight.

com
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Light Distribution Curve:

90°

120"




UCH1 Series LED High Bay Light

Key Features:

1. High bright CREE/Philips SMD3030 LED chip, more than 160LM/W.
2. Meanwell/Sosen driver optional, top quality.

3. Thermal conductive coating with iron powder coating increases 5% heat dissipation.
4. Advanced UGR technology, UGR<19.

Meanwell/Sosen Driver

I E0REN

Pure Aluminum Housing

CREE® PHILIPS

High Bright CREE/Philips LED, 160LM/W Mildbeam, Anti-glaring

www.seiprolight.com

UCH1 Series LED High Bay Light

Model No. SP-H60W-UCH1 SP-H100W-UCH1 SP-H120W-UCH1 SP-H150W-UCH1 SP-H200W-UCH1 SP-H300W-UCH1
Power 60W 100W 120w 150w 200W 300w
Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED

LED Chip Brand CREE/Philips CREE/Philips CREE/Philips CREE/Philips CREE/Philips CREE/Philips

Power Driver Brand

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Meanwell/Sosen

Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80 >80 >80
Beam Angle 80°/110°/30*90° 80°/110°/30*90° 80°/110°/30*90° 80°/110°/30*90" 80°/110°/30*90° 80°/110°/30*90°
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Power Factor >0.9 >0.9 >0.9 >09 >0.9 >0.9
Luminous Efficiency >160LM/W >160LM/W >160LM/W >160LM/W >160LM/W >160LM/W
Initial Flux >9, 600LM >16, 000LM >19, 200LM >24, 000LM >32, 000LM >48, 000LM
Working Environment -20C~+457C -20°C~+45C -20°C~+45C -20°C~+457C -201C~+45C -20°C~+45C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IPE5 IPE5 IP65 IP65 IPE5 IPE5
Fixture Dimension 362*257*120MM 362*257*120MM 415*310*120MM 487*362*120MM 487*362%120MM 720*365*130MM
Net Weight 4.1KGS 4.1KGS 4.4KG5 6.2KGS 6.2KGS 7.5KGS
Material Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum

80°

Light Distribution Curve:

110°

30*390°
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DTH1 Series LED High Bay Light

Key Features:

1. Top brand Philips SMD3030 LED chip, long life and cost effective.

2. High efficiency power driver used, excellent performance.

3. Aluminum housing with anodic oxidation, anti-corrosion and anti-rust.
4. Elegant design and easy on installation.

Built-in Power Driver
Meanwell brand & other
top brands optional

MEAN WELL

High Quality Aluminum Housing
Surface anodized, anti-corrosion
& good heat dissipation

Light transmittance>95%

High Purity Aluminum Reflector Super Bright Philips LED
Surface anodized, anti-corrosion Long lifespan & low lumen depreciation

i

LY
i2
o
I
Y
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DTH1 Series LED High Bay Light

SP-H120W-DTH1

SP-H150W-DTH1

SP-H200W-DTH1

Model No. SP-H50W-DTH1 SP-H80W-DTH1 SP-H100W-DTH1
Power So0W 80w 100W 120W 150W 200W
Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
LED Chip Brand Philips Philips Philips Philips Philips Philips
Power Driver Brand Meanwell Meanwell Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80 >80 >80
Beam Angle 60°/120° 60°/120° 60°/120° 60°/120° 60°/120° 60°/120°
Input Voltage AC 85-265V AC 85-265V AC 85-265V AC 85-265V AC 85-265V AC 85-265V
Power Factor >0.95 >0.95 >0.95 >0.95 >0.95 >0.95
Luminous Efficiency >120LM/W >120LM/W >120LMm/W >120LM/W >120LM/W >120LM/W
Initial Flux >6, 000LM >9, 600LM >12, 000LM >14, 400LM >18, 000LM >24, 000LM
Working Environment -20C~+50C -20C~+50C -20C~+50C -20°C~+50C -20°C~+50C -20C~+50°C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000HTrs
IP Rating P44 P44 P44 P44 P44 P44
Fixture Dimension ®410*H320MM | ©410*H350MM | ®410*H370MM | @410*H400MM | ©410*H440MM | D410*H500MM

Material

Aluminum Alloy

Aluminum Alloy

Aluminum Alloy

Aluminum Alloy

Aluminum Alloy

Aluminum Alloy

Light Distribution Curve:

60°

120°
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UCT2 Series LED Tri-proof Light

SEIPRO

Key Features:

1. High bright Bridgelux LED and Osram driver, >140LM/W.
2. Uvioresistant and anti-yellowish PC housing used, high light transmittance.

3. Aluminum heat sink inside, great heat dissipation.
4. Power adjustable and CCT adjustable for your different requirement.
5. Linkable, screw free and easy to operate.

Aluminum Heat Sink Inside OSRAM pH".IpS Lll__uda

Osram/Philips/Lifud Driver
[—
- H

e

e —
= —

Bridgelux LED

|
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BRIDGEL

3 Core Screw Free 5 Core
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SEIPRO

UCT2 Series LED Tri-proof Light

SP-TP40OWA-UCT2-L120

SP-TP45WA-UCT2-L150

SP-TP6OWA-UCT2-L150

Model No. SP-TP20WA-UCT2-L60 | SP-TP30WA-UCT2-L120
Power 20W 30w 40W 45W 60W
Light Chip Brand Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux

Power Driver Brand

Osram/Philips/Lifud

Osram/Philips/Lifud

Osram/Philips/Lifud

Osram/Philips/Lifud

Osram/Philips/Lifud

Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 =80 =80 >80
Beam Angle 120° 120° 120° 120° 120°
Input Voltage AC 220-240V AC 220-240V AC 220-240V AC 220-240V AC 220-240V
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >140LM/W >140LM/W >140LM/W >140LM/W >140LM/W
Initial Flux >2, 800Lm >4, 200Lm >5, 600Lm >6, 300Lm >8, 400Lm
Working Environment -30C~+507C -200C~+40°C -20C~+40C -20°C~+40C -200C~+40C
Life Span >50, 000Hrs >50, 000Hrs >50, 000HTrs >50, 000Hrs >50, 000Hrs
IP Rating IP65 IP65 IP65 IP65 P65
1K Rating IK08 IK08 IKO8 1K08 IK08
Connection Linkable Linkable Linkable Linkable Linkable
Fixture Dimension 659*74*64MM 1221*74*64MM 1221*74*64MM 1502*74*64MM 1502*74*64MM
Material Aluminum Alloy & PC Aluminum & PC Aluminum & PC Aluminum & PC Aluminum & PC

Light Distribution Curve:

120°

www.seiprolight.com




UCT3 Series LED Tri-proof Light

SEIPRO

Key Features:

1. High bright Bridgelux LED and Osram driver, >150LM/W.

2. With PMMA housing, excellent on corrosion protection.
3. IP69K rating protection and no problem for water jets, which with high pressure.

4. Very easy to link in series.
5. Stainless steel end cap, great quality for sure.

Easy Installation OSRAM

ram - @
LiFud
-

Osram/Lifud Driver

PMMA Housing

Stainless Steel End Cap  Bridgelux LED

www.seiprolight.com

SEIPRO

UCT3 Series LED Tri-proof Light

SP-TP60WA-UCT3-L150

Model No. SP-TP20WA-UCT3-L60 SP-TP40WA-UCT3-L120
Power 20w 40W 60w
LED Chip Brand Bridgelux Bridgelux Bridgelux
Power Driver Brand Osram/Lifud Osram/Lifud Osram/Lifud
Color Temperature 2700-6500K 4000K 4000K
Color-rendering Index >80 >80 >80
Beam Angle 120° 120° 120°
Input Voltage AC 100-277V AC 100-277V AC 100-277V
Power Factor >0.95 >0.95 >0.95
Luminous Efficiency >150LM/W >150LM/W >150LM/W
Initial Flux >3, 000Lm >6, 000Lm >9, 000Lm
Working Environment -30C~+50C -30°C~+50TC -30°C~+50C
Life Span >50, 000HTrs >50, 000Hrs >50, 000HTrs
Waterproof Rating IP6SK IP69K IP69K
Impact Test IKO8 1KO8 IKO8
Dimmable Non-Dimmable/Dali/1-10V | Non-Dimmable/Dali/1-10V | Non-Dimmable/Dali/1-10V

Fixture Dimension

L600*D81MM

L1200*D81MM

L1500*D81MM

Material

Aluminum Alloy & PMMA

Aluminum Alloy & PMMA

Aluminum Alloy & PMMA

Light Distribution Curve:

120°
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UCE1 Series LED Explosion Proof Light

SEIPRO

Key Features:

1. Imported Bridgelux LED chip, long life span.

2. Lifud explosion proof driver used, guarantee safety performance.

3. ATEX certified, good to use in the place of flammable and explosive chemical materials.
4. Pure Aluminum A6063 heat sink ensure excellent heat dissipation and long life.

LiFud

Explosion Proof Lifud Driver Pure Aluminum A6063 Housing

High Light Transmittance PC Cover

Wago Connector Inside  Bridgelux LED

// ™. e
\ 5 N,
s BRIDGEL Ux
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SEIPRO

UCE1 Series LED Explosion Proof Light

SP-EX40W-UCE1

SP-EX60W-UCE1

SP-EX80W-UCE1

Model No. SP-EX20W-UCE1
Power 20W 40W 60W 80w
Light Chip Brand Bridgelux Bridgelux Bridgelux Bridgelux
Power Driver Brand Lifud Lifud Lifud Lifud
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >80 >80 >80 >80
Beam Angle 120° 120° 120° 120°
Input Voltage AC 220-240V AC 220-240V AC 220-240V AC 220-240V
Power Factor >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >120LM/W >120LM/W >120LM/W >120LM/W
Initial Flux >2, 400LM >4, 800LM >7, 200LM >9, 600LM
Working Environment -20°C~+45C -20°C~+45C -20°C~+45'C -20°'C~+45C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP65 IP65 IP65 IP65
Impact Test 1K10 IK10 1K10 1K10
Corrosion Proof WEF2 WF2 WEF2 WEF2

Application

Zone1 & 2,7Zone 21 & 22

Zone 1& 2, Zone 21 & 22

Zone18& 2, Zone 21 & 22

Zone 1 & 2, Zone 21 & 22

Protection Rating

11 2G Ex eb mb 1IC T4 Gb

112D Ex tb IIC T(95°C) Db

11 2G Ex eb mb IIC T4 Gb
112D Ex tb IIC T(95°C) Db

11 2G Ex eb mb 1IC T4 Gb
112D Ex tb NIC T(95°C) Db

112G Ex eb mb IIC T4 Gb
112D Ex tb IC T(95°C) Db

Certificate

ATEX, CE, RoHS

ATEX, CE, RoHS

ATEX, CE, RoHS

ATEX, CE, RoHS

Fixture Dimension

L735*W115*H63MM

L735*W115*H63MM

L1335*W115*H63MM

L1335*W115*H63MM

Material

Pure Aluminum A6063

Pure Aluminum A6063

Pure Aluminum A6063

Pure Aluminum A6063

Light Distribution Curve:

120°
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UCE2 Series LED Explosion Proof Light

Key Features:

1. Imported CREE LED chip, very long life and low lumen depreciation.
2. Meanwell explosion proof driver used, safe and stable working.
3. IECEXx certified, good to use in the place of flammable and explosive chemical materials.

4. Pure Aluminum housing used for excellent heat dissipation.
5. Different light distribution curve available for you.

Tempered Glass MW

Meanwell Power Driver

§ Precise Angle Rotation

LED Lighting High Strength Bracket

www.seiprolight.com

UCE2 Series LED Explosion Proof Light

Model No. SP-EX25W-UCE2 SP-EXS0W-UCE2 SP-EX70W-UCE2 SP-EX100W-UCE2 SP-EX150W-UCE2 SP-EX200W-UCE2
Power 25W 50w 70W 100w 150w 200W
Light Chip Brand CREE CREE CREE CREE CREE CREE
Power Driver Brand Meanwell Meanwell Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >70 >70 >70 >70 >70 >70
Beam Angle 25°/55°/90°/120°/100*150°/120*150°
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Power Factor =09 >0.9 >0.9 >0.9 >0.9 >0.9
Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >3, 750LM >7, 500LM >10, 500LM >15, 000LM >22, 500LM >30, 000LM
Working Environment -40°C~+60°C -40°C~+60°C -40°C~+60°C -40°C~+60C -40°C~+60°C -40°C~+60°C
Life Span >50, 000Hrs =50, 000Hrs =50, 000Hrs =50, 000Hrs >50, 000Hrs =50, 000Hrs
IP Rating P66 P66 IP66 P66 P66 IP66
Impact Test IKO8 IKD8 KO8 K08 1K08 1KO8
Corrosion Proof WF2 WF2 WEF2 WEF2 WF2 WEF2
Application Zone 1 & 2, Zone 21 & 22
Protection Rating Il 2G Ex db mb 1B T4 Gb, Il 2D Ex tb IC T(95°C) Db
Fixture Dimension 374*276*171MM 374*276*171MM 374*276*171MM 374%276*171MM 374*276*171MM 374*276*171MM
Material Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum

Light Distribution Curve:
25° 55° 90°

120° 100*150° 120*150°




S Em IP R @ y | UCE3 Series LED Explosion Proof Light S E m P R @ j UCE3 Series LED Explosion Proof Light

Model No. SP-EX60W-UCE3 SP-EX80W-UCE3 SP-EX100W-UCE3 SP-EX120W-UCE3 SP-EX150W-UCE3 SP-EX200W-UCE3
Key Features' Power 60W 80W 100W 120W 150w 200W
- . " — Light Chip Brand CREE CREE CREE CREE CREE CREE
1. Imported CREE LED chip, long service life and low lumen depreciation.
. i i Power Driver Brand Meanwell Meanwell Meanwell Meanwell Meanwell Meanwell
2. Meanwell explosion proof driver used, safe and stable working.
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
3. IECEXx certified, good to use in the place of flammable and explosive chemical materials. T m—— 0 = S = <80 i
4. Pure Aluminum housing used for excellent heat dissipation. Beam Angle i S S 110° o 150"
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC 100-277V AC100-277V
Power Factor =0.9 =0.9 =0.9 >0.9 >0.9 =0.9
Luminous Efficiency >160LM,/W >160LM/W >160LM/W >150LM/W >150LM/W >140LM/W
Initial Flux =9, 600LM =>12, 800LM >16, 000LM =18, 000LM >22, 500LM =28, 000LM
Tempered Glass
MW Working Environment 40°C~+60°C -40°C~+60°C -40°C~+60C 40°C~+60°C 40°C~460°C 40°C~+60°C
.
Meanwell Power Driver Life Span =50, 000Hrs =50, 000Hrs =50, 000Hrs =50, 000Hrs =50, 000Hrs =50, 000Hrs
IP Rating IP66 P66 IP66 IP66 IP66 IP66
Impact Test IK0O8 KO8 KO8 IKD& KO8 IK08
Corrosion Proof WEF2 WF2 WEF2 WF2 WF2 WF2
Application Zone1 & 2, Zone 21 & 22
Protection Rating 112G Ex db mb 1B T4 Gb, Il 2D Ex tb IC T{95C) Db
Fixture Dimension ®354*312MM M354*312MM M354*312MM ®354*312MM M354*312MM ®354*312MM
Material Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum Pure Aluminum
Precise Angle Rotation
LED Lighting High Strength Bracket
Light Distribution Curve: Product Size:
110°

N\
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SEIPRO

UCP1 Series LED Pole Top Light

Key Features:

1. High bright Philips SMD3030 LED chip, >150LM/W.
2. Meanwell/Sosen driver used, stable working.

3. Various beam angle for your different requirement.
4. ADC12 aluminum alloy housing with good heat dissipation, long lifespan.
5. High light transmittance tempered glass.

MW,

Die-Casting Aluminum Housing ~Meanwell Driver

Smooth Surface

Anti-UV Lens

Tempered Glass

PHILIPS

Philips LED Chip, 150LM/W

Strealined Design

www.seiprolight.com

SEIPRO

UCP1 Series LED Pole Top Light

Model No. SP-PT30W-UCP1 SP-PT40W-UCP1 SP-PT60W-UCP1 SP-PT90W-UCP1
Power 30w 40W 60W 90w
LED Chip Brand Philips Philips Philips Philips
Power Driver Brand Meanwell Meanwell Meanwell Meanwell
Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Color-rendering Index >70 >70 >70 >70

Beam Angle 90°/TP I/TP /TP IV/TPV | S0°/TPII/TP /TP IV/TPV | 90°/TP II/TP /TP IV/TPV | 90°/TP II/TP LII/TP IV/TP V
Input Voltage AC 100-277V AC 100-277V AC 100-277V AC 100-277V
Power Factor >0.9 >0.9 >0.9 >0.9

Luminous Efficiency >150LM/W >150LM/W >150LM/W >150LM/W
Initial Flux >4, 500LM >6, 000LM >9, 000LM >13, 500LM
Working Environment -40°C~+50C -40°C~+50°C -40°C~+50C -40°C~+50C
Life Span >50, 000Hrs >50, 000Hrs >50, 000Hrs >50, 000Hrs
IP Rating IP66 IP66 IP66 IP66
IK Rating IKO8 IKD8 IKO8 K08
Product Dimension ®422*H539MM D422*H539MM D422*H539MM ®422*H539MM
Installation Tube 76mm 76mm 76mm 76mm

Material

Die-casting Aluminum

Die-casting Aluminum

Die-casting Aluminum

Die-casting Aluminum

Light Distribution Curve:

90°

Type Il

Type lll

Type V

RN




S Em IP R @ A | BES1 Series Solar LED Street Light S E m P R @ ; BES1 Series Solar LED Street Light

Model No. SP-HS40W-BES1 SP-HSSOW-BES1 SP-HS60W-BES1 SP-HS80W-BES1 SP-HS100W-BES1 SP-HS120W-BES1
Key Features: Power aow S0W 60W 80W 100W 120W
) . . MONO Solar Panel 18VSOW 18V65W 18V8OW 18V100W 18V130W 18V160W
1. Extreme bright Bridgelux LED chip, more than 170LM/W.
Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD5050 LED SMDS5050 LED SMD5050 LED
2. High efficiency solar panel, 360° adjustable to get best sunshine in different environment.
LED Chip Quantity 40pcs 40pcs 60pcs 60pcs 60pcs 60pcs
3. Aluminum alloy housing with anodic oxidation process, excellent performance on corrosion
) . LED Chip Brand Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux
prevention and rust protection.
Luminous Efficiency >170LM/W >170LM/W >170LM/W >170LM/W >170LM/W >170LM/W
4. With remote control to set your wanted working modes.
Initial Flux >6, 800Im >8, 500Im >10, 200Im >13, 600Im >17, 000Im >20, 400Im
LED Chip Life Time 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, D00Hours
Beam Angle 140° 140° 140° 140° 140° 140°
High Efficiency Mono Solar Panel - Li-ion Battery 11.1V 24AH 11.1V 28AH 11.1V 36AH 11.1V 42AH 11.1V 50AH 11.1V 62.4AH
- Charge Time SHours SHours SHours SHours SHours SHours
N
\‘,\i{/ Working Temperature -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C
olor Temperature - - - - - -
Microwave Sensor Color T 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Mounting Height 4-6m 4-7m 5-7m 5-8m 6-9m 7-10m
‘ Remote Control Yes Yes Yes Yes Yes Yes
MPPT Controller Sensor Daylight Sensor + Microwave Motion Sensor
Lighting Mode 4 Lighting modes available to be set by remote control, and can be customized as clients want.
Rainy/Cloudy Days 5-7 Days 5-7 Days 5-7 Days 5-7 Days 5-7 Days 5-7 Days
High Bright Bridgelux LED IP Rating P67 P67 1P67 P67 1P67 P67
f?% Installation Tube @60-65mm ®B0-65mm @60-65mm @60-65mm ®60-65mm ©60-65mm
Lamp Material Aluminum Alloy(Housing with imitation marble paint)

Remote Control

High Class Li-ion Battery

LED Lamp Size:

——Die-Casting Aluminum Alloy

e

— .
261m | 9m
59Bam B 70mm

www.seiprolight.com

www.seiprolight.com




SEIPRO

BES2 Series Solar LED Street Light

SEIPRO

BES2 Series Solar LED Street Light

Model No. SP-AID20W-BES2 SP-AlO40W-BES2 SP-AIO60W-BES2 SP-AIO100W-BES2 SP-AID120W-BES2
Key Features: Power 20w 40w 60W 100W 120w
MONO Solar Panel 18vVi2w 18v25W 18V35wW 18Ve0W 18v8ow
1. ngh bnght Bridgelux LED Chip’ great qua“ty LED Light Source 20W SMD3030 40W SMD3030 60W SMD3030 100W SMD3030 120W SMD3030
2. Mono solar pane'J hlgh photoelectric conversion eﬁ‘iciency. LED Chip Brand Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux
3. All in one design, easy on transportation and installation. Luminous Efficiency >130LM/W >130LM/W >130LM/W >130LM/W >130LM/W
4. Aluminum housing, good heat dissipation. Initial Flux >2, 600Im >5, 200Im >7, 800Im >13, 000Im >15, 600Im
5. A-class LifePO4 battery, with long life time. LED Chip Life Time 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours
6. Remote control available, easy to operate. Beam Angle 120° 120° 120° 120° 120°
LifePO4 Battery 72WH 144WH 252WH 360WH 480WH
Charge Time 6Hours 6Hours 6Hours EHours 6Hours
_\ Working Temperature -25°C~+65°C -25°C~+65"C -25°C~+65°C -25°C~+65°C -25°C~+65°C
H }High Effil:iency Mono Solar Panel Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
P e Mounting Height 3-4m 4-5m 5-7m 6-8m 7-10m
’ 8 Space Between Light 8-10m 10-14m 14-18m 15-20m 18-25m
Aluilftm Housing with e L- .'_ ' IP Rating P65 P65 IP65 P65 P65
Anodic Oxidation Processed. - J Remote Control Not Not Yes Yes Yes
1‘ - BRI’I;:’Q’ Controller MPPT MPPT MPPT MPPT MPPT
g Installation Pole @60-65mm @60-65mm @60-65mm ©60-65mm D60-65mm
High Brightness Bridgelux LED Fixture Dimension 530*235*150mm 815%227*164mm 1095*227*164mm 1580*421*225mm 1950%421*225mm
o, Sensor Daylight Sensor+Motion Sensor
% Lighting Mode Dusk to dawn + Time control + Motion sensor
Remote Control
PIR Sensor & MPPT Controller Rainy/Cloudy Days 3-5 Days 3-5 Days 3-5 Days 3-5 Days 3-5 Days
Lamp Material Aluminium Alloy Aluminium Alloy Aluminium Alloy Aluminium Alloy Aluminium Alloy

Deep Cycle Level A

LifePO4 Battery LED Lamp Size:
T50mm___ T:50mm___
(=N
ﬂm
T:150mm %
e _ |
[ e T:150mm I g - ‘ |
= - i B H B
S - o - ' I { mm | @ 1630mm 2000mm
-,J E E P e
I ] 530mm Barn y = -
i
Iz F J X i & —J U . |
e |
—— 235mm— — 235mm — !— 235mm | '
205mm-| L 235mm-]
20w 40W 60W 100W 120W
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S Em IP LIE\’% @ ; ' BES3 Series Solar LED Street Light S E m P R@ ) BES3 Series Solar LED Street Light

Maodel No. SP-AIOS0W-BES3 SP-AIOBOW-BES3 SP-AIOBOW-BES3 | SP-AIO100W-BES3 | SP-AIO120W-BES3 | SP-AIO150W-BES3 | SP-AIO180W-BES3
Power sow 60W aow 100w 120W 150W 180w
Key Features: o
olar Panel 18Vs0W 18VESW 18v7ow 18vaow 18V100W 18V130W 18V140W
1 Special design with wide solar panel to get more sun power Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
5 . 5 LED Chip Brand Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux
2. Intelligent charge and discharge management system, safe working.
_ g Luminous Efficiency >130LM/W >130LM/W >130LM/W >130LM/W >130LM/W >130LM/W >130LM/W
3. Integrated design, very easy to install.
% 3 Y Initial Flux »6, 500Im =7, 800Im =10, 400im =13, 000lm >15, 600Im >19, 500lm >23, 400lm
4. Wide beam angle to cover big area with shorter pole.
LED Chip Life Time 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours
5. Class A LifePO4 battery, 2, 000 cycle life times.
Beam Angle 140° 140° 140° 140° 1407 140° 140°
LifePO4 Battery 12.8V 27AH 12.8V 28AH 12.8V 36AH 12.8V 42AH 12.8V 57AH 12.8V 63AH 12.8V 72AH
Charge Time 6Hours 6Hours 6Hours 6Hours 6Hours 6Hours 6Hours
o Working Temperature -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65"C
140° Beam Angle, Cover More Area
R, Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
High Efficiencv MONO Solar Panel N Mounting Height 5-7m 6-8m 7-8m 7-9m 7-9m 7-10m 7-12m
- - = //////%' Space Between Light 20-24m 23-27m 23-31m 23-32m 23-34m 25-30m 27-40m
Aluminum Alloy Housing
Remote Control Yes Yes Yes Yes Yes Yes Yes
Sensor Daylight Sensor+Motion Sensor
> Lighting Mode 4 Lighting modes available to be set by remote control, and can be customized as clients want.
7
% IP Rating P65 IP65 IP65 IP65 IP65 IPB5 IP65
Deep CVCIE A LEVEI Remote Co ntfol Installation Pole D60-65mm ®60-65mm ®60-65mm D60-65mm @70-76mm @©70-76mm @70-76mm
LifePO4 Batte ry Rainy/Cloudy Days 5-7 Days 5-7 days 5-7 days 5-7 days 5-7 days 5-7 days 5-7 days
:::T;":\ BRIDGELU), Fixture Dimension 820%385*180mm 960*385%180mm 1190*385*180mm | 1190%*385*180mm 1630*385*55mm 1950*385*55mm 1550%385*55mm
h
ngh B[’|ght Bridgelux LED Lamp Material Aluminum Alloy(Anodic oxidation process, anticorrosive, antirusting)
h-A
\7‘6//
/

LED Lamp Size:

Microwave Sensor & MPPT Controller

385mm
SSSEyn
e [N
I [
— I ()
385mm .I 1 | o
| Gm ! [:"3 |1630mm 1 1950mm
’ R — - ° 1190mm :
<" - v-%""! /é?\ = smmm:l SE0mm
- o e~ =" ye=] = I
i W 4 ] !=55mmM T=55m'“m T=55mmm T=55mm T=55mm
50w 60W 30wW/100W 120w 150W,/180W
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SEIPRO

BES4 Series Solar LED Street Light

Key Features:

1. Solar panel and LED lamp separately, getting best sunshine.
2. High bright Bridgelux LED, more than 170LM/W.

3. High capacity LifePO4 battery, long working hours per night.
4. Aluminum housing, excellent heat dissipation.

5. Remote control available to set your wanted working mode.

15° Adjustable
LED Module Angle

®

; Remote Control

MPPT Controller

High Bright Bridgelux LED
>170LM/W

BES4 Series Solar LED Street Light

Model No. SP-HS30W-BES4 SP-HS40W-BES4 SP-HS50W-BES4 SP-HS60W-BES4 SP-HSBOW-BES4 SP-HS100W-BES4 | SP-HS120W-BES4
Power 3ow 40W 50w 60W sow 100W 120W
MONO Solar Panel 18vaow 18V50W 18Ve5W 18veow 18Vi0ow 18V130wW 18V170W
Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
LED Chip Quantity 96pcs 96pcs 144pcs 144pcs 192pcs 240pcs 240pcs
LED Chip Brand Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux
Luminous Efficiency >170LM/W >170LM/W >170LM/W >170LM/W >170LM/W >170LM/W =170LM/W
Initial Flux =5, 100im =6, 800Im >8, 500Im >11, 200lm >13, 600lm >17, 000Im >20, 400lm
LED Chip Life Time 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours
Beam Angle 140° 140° 140° 140° 140° 140° 140°
LifePO4 Battery 12.8V 18AH 12.8V 24AH 12.8V 30AH 12.8V 36AH 12.8V 42AH 12.8V 54AH 12.8V 60AH
Charge Time 6Hours BHours 6Hours BHours BHours 6Hours 6Hours
Working Temperature -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C
Colour Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Mounting Height 4-6m 5-7Tm 6-8m 7-9m 8-10m 9-12m 10-12m
Space Between Light 10-20m 15-25m 20-30m 20-30m 25-35m 30-40m 30-40m
Remote Control Yes Yes Yes Yes Yes Yes Yes
Lighting Mode 3Hrs 100% brightness + 2Hrs 80% brightness + 7Hrs 25% brightness
IP Rating P66 IP66 P66 P66 IP66 P66 P66
Installation Pole @60-65mm @60-65mm @60-65mm @60-65mm @60-65mm @60-65mm @60-65mm
Rainy/Cloudy Days 5-7 Days 5-7 Days 5-7 Days 5-7 Days 5-7 Days 5-7 Days 5-7 Days
LED Lamp Dimension | 575*280*100mm | 575*280*100mm | 665*280*100mm | 665*280*100mm | 755*280*100mm | 755*280*100mm | 755*280*100mm
Lamp Material Aluminum Aluminum Aluminum Aluminum Aluminum Aluminum Aluminum

LED Lamp Size:

1 |
100mm

100mm

30W/40W 50W/60W 80W/100W/120W
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Model No. SP-AIO40W-BESS SP-AIO50W-BESS SP-AIOB0W-BESS SP-AIOBOW-BESS SP-AIO100W-BESS5 | SP-AIO120W-BESS
Power 40w 50w 60W 0w 100W 120W
Key Fe atu res: MONO Solar Panel 18Ve5W 18v70W 18vaowW 18vio0w 18vi3ow 18vidow
. x " Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED
1. High bright Bridgelux LED, more than 170LM/W.
) ” g - - h - ) A LED Chip Quantity 96pcs 144pcs 144pcs 192pcs 240pcs 288pcs
2. Aluminum alloy housing with anodic oxidation processed, antirust and anticorrosion.
LED Chip Brand Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux Bridgelux
3. Adjustable mounting brackets, suitable for vertical installation and horizontal installation. - —
Luminous Efficiency >170LM/W >170LM/W >170LM/W =170LM/W =170LM/W >170LM/W
4. Intelligent power adjustment system and charging & discharging system, suitable for
Initial Flux >6, 800Im >8, 500Im >10, 200im >13, 600Im >17, 000Im >20, 400Ilm
different weather condition.
LED Chip Life Time 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours 100, 000Hours
Beam Angle 140*70° 140*70° 140*70° 140*70° 140*70° 140*70°
LifePO4 Battery 12.8V 28AH 12.8V 36AH 12.8V 42AH 12.8Y 57AH 12.8V 63AH 12.8V 72AH
Mono Solar Panel Charge Time 6Hours BHours 6Hours 6Hours 6Hours 6Hours
Working Temperature -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C
Aluminum Housing aEa Colour Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Mounting Height 4-7m 5-7m 5-8m 6-9m 7-10m 9-10m
Space Between Light 13-23m 21-24m 17-27Tm 20-30m 23-34m 31-34m
Remote Control Yes Yes Yes Yes Yes Yes
Brldgelux LED Sensor Daylight Sensor+Motion Sensor
,—q“? Lighting Mode 4 Lighting modes available to be set by remote control, and can be customized.
BRIDGE. /*
IP Rating IPE5 IPES IPES IPE5 IPB5 IPB5
P Installation Pole ®70-76mm ®70-76mm ®70-76mm ®70-76mm ®70-76mm ®70-76mm
7,
LifePO4 Battery % Rainy/Cloudy Days 7 Days 7 Days 7 Days 7 Days 7 Days 7 Days
1 ixture Dimension mm | 1 108mm | 1 mm 108mm *108mm mm
| Remote Control F D 849*386%108 078*386%108 078*386*108 1549*386*108 1863*386* 108 1863*386*108
Motion Sensor Lamp Material Aluminum Alloy Aluminum Alloy Aluminum Alloy Aluminum Alloy Aluminum Alloy Aluminum Alloy
r’
Magnet Switch &
Indicators for All Status .
LED Lamp Size:
i
}
] 2

P
prese.

40w 50W/60W

80w 100W/120W
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RSS1 Series Solar LED Street Light

SEIPRO

RSS1 Series Solar LED Street Light

Model No. SP-HS15W-RSS1 SP-HS20W-RSS1 SP-HS30W-RSS1 SP-HS40W-RSS1
Key Features: Power 15W 20W 30W 40w
1. High bright Bridgelux SMD3030 LED, more than 180LM/W. Pay e i BN Gvanaw GV00W
2. All in two design, solar panel with adjustable angle, easy installation and get Light Source SMD3030 LED SMD3030 LED SMD3030 LED SMD3030 LED

best sunshine in different location. LED Chip Quantity 100pcs 100pcs 100pcs 100pcs
3. Remote control is available to set 6 working modes. LED Chip Brand Bridgelux Bridgelux Bridgelux Bridgeliix
4..High capacity LitePOA batiery:with 527 rainy days backup Luminous Efficiency >180LM/W >180LM/W >180LM/W >180LM/W
5. Aluminum alloy housing, good heat dissipation.

Initial Flux >2, 700Im >3, 600Im >5, 400Im >7,200im

LED Chip Life Time

100, 000Hours

100, 000Hours

100, 000Hours

100, 000Hours

Beam Angle 60*135° 60*135° 60*135° 60*135°
High Efficiency Solar Panel
Li-ion Battery 144WH 192WH 307WH 384WH
Charge Time 5-6Hours 5-6Hours 5-6Hours 5-6Hours
Working Temperature -25°C~+65°C -25°C~+65°C -25°C~+65°C -25°C~+65°C
Rotatable Color Temperature 2700-6500K 2700-6500K 2700-6500K 2700-6500K
Mounting Height 3-4m 3-5m 4-6m 5-8m
Remote Control Yes Yes Yes Yes

Bat-wing Lens

Sensor

Daylight Sensor

Daylight Sensor

Daylight Sensor

Daylight Sensor

) Bridgelux LED &% Rainy/Cloudy Days 5-7 Days 5-7 Days 5-7 Days 5-7 Days

; ‘, >180LM/W IP Rating IP65 IP65 IP65 IP65

| _ Remote Control

; - Installation Tube ®60-65mm ®60-65mm ®60-65mm ®60-65mm
Aluminum Housing

Lamp Material

Aluminum Alloy

Aluminum Alloy

Aluminum Alloy

Aluminum Alloy

LED Lamp Size:
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SEIPRO

BEU1 Series Solar LED Garden Light

Model No. SP-SG20W-BEU1 SP-SG30W-BEU1 SP-SG50W-BEU1
Power 20W 30W 50W
Key Features:
Solar Panel 18V3ow 18v40W 18V50wW
1. All in one design, low transportation cost.
& P LED Light Source 20W SMD3030 30W SMD3030 50W SMD3030
2. High bright Bridgelux LED & Mono solar panel.
. o . LED Chip Brand Bridgelux Bridgelux Bridgelux
3. Various lighting modes to meet your requirement.
H H * * *
4. Intelligent temperature control system to protect the battery charging and discharging. LED;Chip Quantity AR Sr2Apss - 2pcs
5. Aluminum alloy housing, ensure good heat dissipation. Luminous Efficiency >135LM/W >135LM/W >135LM/W
Initial Flux >2, 700lm >4, 050Im >6, 750Im

LED Chip Life Time 100, 000Hours 100, 000Hours

100, 000Hours
Beam Angle 360° 360° 360°
g
. . LifePO4 Battery 12.8V 144WH 12.8V 320WH 12.8V 420WH
High Efficiency Mono Solar Panel SR
/} Charge Time 6Hours 6Hours 6Hours
K‘ == Working Temperature -25°C~+65°C -25°C~+65°C -25°C~+65°C
xl y . Color Temperature 2700-6500K 2700-6500K 2700-6500K
MRET Contraller Install Pole ®70-75mm ®70-75mm ®70-75mm
r Mounting Height 3-4m 4-5m 5-6m
BRIDGELUY,
Space Between Light 10-15m 10-18m 14-25m
High Bright Bridgelux LED— IP Rating IP65 IP65 IP65
f,
% With Remote Control Yes Yes Yes
MR O ol Controller MPPT MPPT MPPT
Rainy/Cloudy Days 3-5 Days 3-5 Days 3-5 Days

Lighting Mode 5Hrs High Bright 100% power+7Hrs 25% power=12Hrs/Night

www.seiprolight.com

Sensor Daylight Sensor

Daylight Sensor

Daylight Sensor

Fixture Dimension

®570*%230mm

®660*240mm

©760%250mm

Lamp Material

Aluminum Alloy

Aluminium alloy

Aluminium alloy

LED Lamp Size:

Diameter

www.seiprolight.com

Power Diameter Height
20w @570mm  230mm
Height | 30w  ©660mm 240mm

50W @760mm  250mm
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Key Features:

DTU1 Series Solar LED Garden Light

1. High efficiency monocrystalline solar panel.

2. Integrated design, easy on transportation and installation.

3. High bright Philips SMD3030 LED chip, energy-efficient.
4. Die-casting aluminum housing, good heat dissipation.

5. A-class li-ion battery, long service time.

Switch

/’_\
/
rHigh Efficiency Mono Solar Panel !.3/

PHILIPS

High Bright Philips LED

ﬁ

www.seiprolight.com

A Class Li-ion Battery

SEIPRO

DTU1 Series Solar LED Garden Light

Model No. SP-SG30W-DTU1 SP-SG50W-DTU1
Power 30w 50W
Mono Solar Panel 16V40W 16V50W
Light Source SMD3030 LED SMD3030 LED
LED Chip Brand Philips Philips
LED Chip Quantity 3*60pcs 4*60pcs
Luminous Efficiency >130LM/W >130LM/W
Initial Flux >3, 600Im >6, 000Im
LED Chip Life Time 50, 000Hours 50, 000Hours
Beam Angle 360° 360°
Li-ion Battery 12.6V 14AH 12.6V 22AH
Charge Time 6Hours 6Hours
Working Temperature -25°C~+65°C -25°C~+65°C
Color Temperature 2700-6500K 2700-6500K
Install Pole O65mm/®76mm OE5SMmM/D76mm
Mounting Height 3-5m 4-6m
Space Between Light 10-15m 10-18m
IP Rating IP65 IP65
Rainy/Cloudy Days 3-5 Days 3-5 Days

Sensor

Daylight Sensor + Motion Sensor

Daylight Sensor + Motion Sensor

Fixture Dimension

®500*170mm

»605*170mm

Lamp Material

Die-Casting Aluminum

Die-Casting Aluminum

LED Lamp Size:

®500mm )
T < 170mm
T 4_" AL
D®ES5mm/D76mm
"
30w
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@605mm .
1
D <27 [170mm
@6e5mm/d76mm
L
50w
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Key Features:

1. Compact design

GYU1 Series Solar LED Garden Light

, easy to use.

2. High efficiency solar panel, more power energy for the lamp.

3. Intelligent light control, work well automatically in different condition.
4. High capacity LifePO4 battery.

ABS Housing

Motion Sensor

www.seiprolight.com
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GYU1 Series Solar LED Garden Light

Model No. SP-SG30W-GYU1 SP-SG50W-GYU1
Power 30w 50W
Poly Solar Panel 5vV1is5wW S5V20W
LED Light Source 30W SMD5730 50W SMD5730
LED Chip Quantity 240pcs 400pcs
Luminous Efficiency >100LM/W >100LM/W
Initial Flux >3, 000Im >5, 000Im

LED Chip Life Time

50, 000Hours

50, 000Hours

Beam Angle 360° 360°
LifePO4 Battery 3.2V 12AH 3.2V 18AH
Charge Time 6Hours 6Hours
Working Temperature -25°C~+65°C -25°C~+65°C
Color Temperature 2700-6500K 2700-6500K
Install Pole O75mm d75mm
Mounting Height 3-4m 4-5m
Space Between Light 10-15m 10-18m
IP Rating IP65 IP65
Rainy/Cloudy Days 3 Days 3 Days

Lighting Mode

When detect people, work in 100% power;

When detect no people, work in 50% power;

Sensor Daylight Sensor + Motion Sensor
Fixture Dimension ®420*122mm ®550*122mm
Lamp Material ABS ABS

LED Lamp Size:
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