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With our new Vario range you can easily choose 
between different colour temperatures to suit your 

application. Switch from warm white to neutral white 
(3000 K, 3500 K & 4000 K) in one product.

THE VARIOs
We proudly present

Change the  

colour temperature  

with the flick of 

a switch.



Introducing our range of best in class, economical 
LED luminaires. They’re the ideal like-for-like 

replacements for all lighting sources – from industrial 
environments, to offices and outdoors. Simple to 
install, longer lasting and energy saving, you’ll be 

friends in no time.

Five year guarantee

Meet the 
family

THE VARIOs



Interior

DOWNLIGHTS

HIGH BAYSPANELS

ACCESSORIES

BATTENS

Amy Vario
Recessed  

LED Downlight

Elsa
LED Bathroom 

Mirror Luminaire

Poppy
LED Batten

Fred
Fire-rated  

LED Downlight

Julie
IP65  

LED Luminaire

Zoe Vario
Slim  

LED Downlight

Anna Vario
Recessed  
LED Panel

PLUG&PLAY 
Emergency E3 Kit

16

6 10

12

18

8

24

22

Boris
LED High Bay

14

Lily
Recessed IP44  
LED Downlight
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Interior / Exterior

Exterior

BULKHEADS

Lara
Circular IP65  
LED Bulkhead

Leo
High Power  

LED Floodlight

Leonie
LED Floodlight

Tom Vario
Circular IP66  
LED Bulkhead

26

42

32

28

Accessories
Around  

the house

Mary
LED Garden 

Floodlight with 
Earth Spike

Rosy
LED Walkover 

Inground 
Luminaire

3834

Holly
Wall-mounted LED 
Outdoor Luminaire

40

36



 Elsa

Splash resistant, practical 
and attractive at the same 
time, Elsa takes care of 
your look

• Bathroom mirror luminaire with an elegant and 
timeless design

• Opal diffuser ensuring visual comfort and a 
fully homogeneous illumination

• Integrated on/off switch

• Tool-free wiring for quick installation

• 2 lengths: 600 mm with 1200 lm and 450 mm 
with 800 lm

• Presence sensor with photocell also available

Bathroom Mirror LED 
Luminaire

Ideal for …

800 lm and 
1200 lm, 
100 lm/W

IP44: splash 
resistant

50 000 hours  
lifetime

IK06 rated 
impact 
resistance

Presence sensor 
optional

3000 K warm 
white or 4000 K 
neutral white

Wash Rooms
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Light source information
 –  800 lm (8 W) & 1200 lm (12 W); 100 lm/W
 –  Colour temperatures: 3000 K and 4000 K
 –  Life time 50 000 hours (@L70, Ta 25°C)
 – CRI ≥ 80
 – MacAdam (initial): 6 step

Presence sensor
Elsa’s microwave sensor option will ensure that light is only 
delivered when needed. This sensor is a motion switch, which 
turns on the light on detection of movement, and turns off after 
a pre-selected hold-time when there are no people around. A 
daylight sensor is also built-in to prevent the light switching on 
when there is sufficient natural light (above 25 lux).

Material/FinishInstallation/Mounting
Body: Aluminum, white finish 
(RAL 9016)

Diffuser: PC, opal

End cap: PC, white finish 
(RAL 9016)

 –  Suitable for surface mounting
 –  Tool-free wiring with push 
terminal

 –  Sufficient space at the back 
of the batten for excess cable

Ordering guide

Specification
 – ENEC certified driver
 – Class II electrical
 – IP44
 – IK06
 –  Ambient operating temperature: -20 to +45 °C

830 – 3000 K, 840 – 4000 K 

Lighting distribution

Elsa 800 lm
cd/klm ULOR: 0 % 
DLOR: 78 %  
LOR: 22 %

60120180

-30
0

30

60

120–120

–90 90

–60

150

0

–150
±180

100 lm/W

Description Wt (kg) Cat. No.

ELSA LED 600 1200 830 WH 0.80 EL1200Z3K

ELSA LED 600 1200 840 WH 0.80 EL1200Z4K

ELSA LED 600 1200 830 MWS WH 0.80 EL1200ZM3K

ELSA LED 600 1200 840 MWS WH 0.80 EL1200ZM4K

ELSA LED 450 800 830 WH 0.60 EL800Z3K

ELSA LED 450 800 840 WH 0.60 EL800Z4K

ELSA LED 450 800 830 MWS WH 0.60 EL800ZM3K

ELSA LED 450 800 840 MWS WH 0.60 EL800ZM4K

450/600

81

58
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Julie

With a tough exterior, Julie 
is the optimal choice for 
industrial and commercial 
applications

• High quality, low energy lighting in wet and 
dusty environments

• High quality opal diffuser for uniform lighting

• Ideal for replacement and refurbishment projects 

• CONNECT version with quick connector for 
easy installation available

• 2200 lm (19 W), 3200 lm (28 W), 4200 lm (38 W), 
6300 lm (55 W), 8600 lm (76 W) up to 116 lm/W 

• Colour temperature 4000 K

• Available with presence sensor and corridor 
function

IP65 LED Luminaire

Specification
 – Class I electrical
 – IK08
 – IP65
 – ENEC certified driver
 –  Ambient operating temperature: -20 to +40 °C (E3: 0 to +25 °C)

IP65:  
Dust tight and 
water resistant

Save up to 
60 % energy 
compared to 
T8 fluorescent

IK08 rated 
impact 
resistance

Lengths of 632, 
1232, 1532 and 
1800 mm

3 h emergency 
version 
available

Ideal for …

Workshops Underpasses Storage facilities

Presence sensor 
with corridor 
function
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Material/FinishInstallation/Mounting
Canopy: Polycarbonate

Diffuser: Opal polycarbonate 
(UV stabilised)

Bracket: Stainless steel

Suitable for surface mounting. 
4 × 10 mm stainless steel self-
tapping screws (not included) 
can be applied to prevent 
unauthorised opening of the 
luminaire.

Ordering guide

Light source information
 – Lifetime 50 000 hours (@L70, Ta 25 °C) 
 –  2200 lm (19 W), 3200 lm (28 W), 4200 lm (38 W),  
6300 lm (55 W), 8600 lm (76 W) up to 116 lm/W

 – Colour temperature 4000 K 
 – CRI 80 
 – MacAdam (initial): 4 step MWS: microwave presence sensor COR: corridor function TW: through-wired

CONNECT: with quick connector

Presence sensor with corridor function
Julie’s microwave sensor option with corridor function will 
ensure that you never walk in the dark. The motion detection 
range, standby dimming level and the stand-by period are fully 
adjustable, with the additional benefit of a daylight sensor.

Performance guide

Description Wt (kg) Cat. No.

JULIE 600 LED IP65 2200 840 1.03 JU2200Z2F

JULIE 1200 LED IP65 3200 840 1.30 JU3200Z4F

JULIE 1200 LED IP65 4200 840 1.50 JU4200Z4F

JULIE 1500 LED IP65 4200 840 1.56 JU4200Z5F

JULIE 1500 LED IP65 6300 840 1.95 JU6300Z5F

JULIE 1800 LED IP65 8600 840 2.15 JU8600Z6F

JULIE 1200 LED IP65 4200 840 CONNECT 1.60 JU4200ZQC4F

JULIE 1500 LED IP65 6300 840 CONNECT 2.05 JU6300ZQF5F

JULIE 1800 LED IP65 8600 840 CONNECT 2.40 JU8600ZQF6F

JULIE 1200 LED IP65 4200 840 COR MWS 1.95 JU4200ZCM4F

JULIE 1500 LED IP65 4200 840 COR MWS 2.05 JU4200ZCM5F

JULIE 1500 LED IP65 6300 840 COR MWS 2.35 JU6300ZCM5F

Emergency versions

JULIE 1200 LED IP65 3200 840 E3 2.00 JU3200ZE4F

JULIE 1200 LED IP65 4200 840 E3 2.15 JU4200ZE4F

JULIE 1500 LED IP65 4200 840 E3 2.20 JU4200ZE5F

JULIE 1500 LED IP65 6300 840 E3 2.60 JU6300ZE5F

JULIE 1800 LED IP65 8600 840 E3 2.20 JU8600ZE6F

JULIE 1200 LED IP65 4200 840 COR MWS E3 2.60 JU4200ZECM4F

JULIE 1500 LED IP65 4200 840 COR MWS E3 2.65 JU4200ZECM5F

JULIE 1500 LED IP65 6300 840 COR MWS E3 3.05 JU6300ZECM5F

Spare parts

JULIE LED Spare Mount Kit 0.10 JUACCKIT

JULIE LED CONNECT Spare Mount Kit 0.10 JUCONKIT

JULIE LED Suspension Kit 0.03 JUSUSKIT

Lighting Controls

SWITCHLITE SLD BATTEN PIR 96601988

SWITCHLITE CC PROGRAMMER 96240295

L W H

JULIE 600 LED IP65 2200 632 103 78

JULIE 1200 LED IP65 3200 1232 85 71

JULIE 1200 LED IP65 4200 1232 103 78

JULIE 1500 LED IP65 4200 1532 85 71

JULIE 1500 LED IP65 6300 1532 103 78

JULIE 1800 LED IP65 8600 1800 103 78

Ceiling height 
(m)

Luminaire 
Spacings (m) 

Lux Level 
Average (Em)

Uniformity 
(Uo)

UGR

4200 lumens – Open plan mezzanine floor

2.4 3.45 × 3.45 
2.3 × 2.3

254 lux 
578 lux

0.83 
0.78

<25.3 
<25.3

3.0 3.45 × 3.45 
2.3 × 2.3

244 lux 
542 lux

0.77 
0.74

<25.1 
<25.1

3.5 3.45 × 3.45 
2.3 × 2.3

233 lux 
514 lux

0.75 
0.72

<24.2 
<24.2

Based on a 13.8 × 13.8 metre open plan mezzanine floor with 70/50/20 
reflectances, a 0.80 maintenance factor and 0.8 working plane

L

W

H
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 Poppy

Calm and composed, Poppy 
blends into a wide range of 
indoor settings

• An easy to install, versatile IP20 batten

• Direct replacement for conventional battens in 
terms of light performance and length

• Reliable integrated LED technology, ensuring 
maintenance-free installation and a long lifetime 

• Homogeneous illumination

• Quick opening and installation thanks to the 
press release buttons

• Piano-key terminals, enabling loop-in loop-out

• Suspended LED tray for easy installation

• PIR sensor options available

Light source information
 –  2500 lm (24 W), 4500 lm (40 W), 5000 lm (48 W), 6500 lm (60 W), 
8500 lm (80 W), 106 lm/W

 –  Lifetime 50 000 hours (@L70, Ta 25 °C)
 – Colour temperature 4000 K
 – CRI 80
 – MacAdam (initial): 5 step

LED Batten

Ideal for...

Save up to 60 % 
compared to 
T8 fluorescent

50 000 hours 
lifetime

IK08 rated 
impact 
resistance

PIR Sensor 
optional

106 lm/W 

Corridors Workshops Warehouses

Material/FinishInstallation/Mounting
Body: sheet metal, white finish 
(RAL 9002)

Diffuser: polycarbonate, opal

End caps: polycarbonate, white 
(RAL 9002)

 –  Suitable for surface mounting 
and suspended installation 

 – Rear and side entry possible 
 – BESA fixing points

Poppy – with PIR sensor

Poppy
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Replacement

Ordering guide

Specification
 – Class I electrical
 – IP20
 – IK08
 – ENEC certified driver
 –  Ambient operating 
temperature: -20 to +40 °C 
(E3: 0 to +25 °C)

Lighting distribution

Poppy 4500 lm
cd/klm ULOR: 14 % 
DLOR: 86 %  
LOR: 100 %

60120180

-30
0

30

60

120–120

–90 90

–60

150

0

–150
±180

106 lm/W

Description Wt (kg) Cat. No.

POPPY LED 600 2500 840 1.40 PO2500Z2F

POPPY LED 1200 2500 840 2.00 PO2500Z4F

POPPY LED 1200 5000 840 2.00 PO5000Z4F

POPPY LED 1500 4500 840 2.50 PO4500Z5F

POPPY LED 1500 4500 840 PIR 2.90 PO4500ZS5F

POPPY LED 1500 6500 840 2.50 PO6500Z5F

POPPY LED 1500 6500 840 PIR 2.90 PO6500ZS5F

POPPY LED 1800 6500 840 3.00 PO6500Z6F

POPPY LED 1800 8500 840 3.00 PO8500Z6F

POPPY LED 1200 2500 840 E3 2.60 PO2500ZE4F

POPPY LED 1200 5000 840 E3 2.60 PO5000ZE4F

POPPY LED 1500 4500 840 E3 3.10 PO4500ZE5F

POPPY LED 1500 4500 840 PIR E3 3.50 PO4500ZSE5F

POPPY LED 1500 6500 840 E3 3.10 PO6500ZE5F

POPPY LED 1500 6500 840 PIR E3 3.50 PO6500ZSE5F

POPPY LED 1800 6500 840 E3 3.60 PO6500ZE6F

POPPY LED 1800 8500 840 E3 3.60 PO8500ZE6F

Accessories

POPPY LED Suspension Kit 0.04 POSUSKIT

Product Wattage/Output Replaces

POPPY LED 600 2500 840 24 W LED, 2500 lm 2 × 18 W T8

POPPY LED 1200 2500 840 24 W LED, 2500 lm 1 × 36 W T8

POPPY LED 1200 5000 840 48 W LED 5000 lm 2 × 36 W T8

POPPY LED 1500 4500 840 40 W LED 4500 lm 1 × 58 W T8

POPPY LED 1500 6500 840 60 W LED 6500 lm 2 × 58 W T8

POPPY LED 1800 6500 840 60 W LED 6500 lm 1 × 70 W T8

POPPY LED 1800 8500 840 80 W LED 8500 lm 2 × 70 W T8

with PIR sensor 

560/1160/1460/1722

62

77

1510

62

83

PIR sensor
Poppy’s infrared sensor option will ensure that light is only 
delivered when needed. This sensor is a motion switch, which 
turns on the light on detection of movement, and turns off after 
a pre-selected hold-time when there are no people around. A 
daylight sensor is also built-in to prevent the light switching on 
when there is sufficient natural light.

9m

2,8m

Controllability

Sensitivity min, max

Time 5 s, 30 s, 1 min, 3 min, 5 min, 8 min

Working light selection in any natural light, only works at night

Sensor Range

at 100 % sensitivity
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Low glare and calm, Anna 
Vario is the universal talent 
for desk space environments

• Gentle, soft and glare free lighting (UGR < 19)

• Three colour temperatures in one product - 
simply select 3000 K (warm white), 3500 K or 
4000 K (neutral white) to suit the application use

• Even surface and IP44 (from below) for hassle-
free cleaning

• Easy, quick and tool-free installation thanks to 
an integrated connector with a 4-pole push-
terminal (for up to 2.5 mm² wires) enabling 
loop-in loop-out wiring

• The fully detachable connector allows for first 
fix wiring and high voltage circuit testing whilst 
the luminaire is detached from the connector

• Suitable to use with the Just Emergency 
PLUG&PLAY E3 KIT for 3 hours emergency 
operation (separately available)

Ideal for …

596 × 596 mm: 
3750 lm or 
3000 lm 
 
1196 × 296 mm: 
4000 lm

50 000 h life-
time before 
luminous flux 
is reduced to 
80 % of the  
initial value

596 × 596 mm 
1196 × 296 mm

UGR <19: 
gentle, soft 
and glare-
free lighting 
for office 
applications 

Offices and  
meeting rooms

Schools and  
universities

IP44  
(from below): 
Splash resistant 
for hassle-free 
cleaning

Anna Vario
Recessed LED Panel

CCT switch 
(3000 K, 3500 K 
and 4000 K)
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Light source information
 –  596 × 596 (3750 lm):  
3000 K: 3500 lm / 34 W  
3500 K: 3800 lm / 33 W  
4000 K: 3750 lm / 34 W 

 –  596 × 596 (3000 lm): 
3000K: 2800lm /29W 
3500K: 3000lm /29W 
4000K: 3000lm /29W

 –  1196 × 296:  
3000 K: 3800 lm / 34 W 
3500 K: 4000 lm / 33 W 
4000 K: 4000 lm / 34 W

Material/FinishInstallation/Mounting
Frame: Aluminum, white 
(RAL 9003)

Diffuser: TpB rated, PET, opal

Light guide plate: PS

Backplate: Steel sheet

 –  Lay-in installation in T-bar 
ceiling grids

 –  Suitable for suspension, 
surface and recessed 
installation (accessories 
available separately)

 –  mineral wool insulation can 
be placed directly over the 
top of the fitting

Specification
 – Class II electrical
 –  IP44 (from below), IP20 (from above)
 – IK02
 – ENEC certified driver
 –  Ambient operating temperature: -20 to +40 °C

Lighting distribution

Anna Vario 3750 lm
cd/klm ULOR: 0 % 
DLOR: 100 %  
LOR: 100 %

150300450

-30
0

30

60

120–120

–90 90

–60

150

0

–150
±180

110 lm/W

1196

29
6

60 34

596

59
6

60 34

Ordering guide

830 – 3000K / 835 – 3500K / 840 – 4000 K  
Default setting: 4000 K
* While stocks lasts

Colour temperature switch 
Default setting: 4000 K

Fully detachable connector allows first fix 
wiring and high voltage circuit testing, while 
the luminaire is detached from the connector 

Description Wt (kg) Cat. No.

ANNA VARIO Q596 3000 830/35/40 2.08 AN3000ZVK

ANNA VARIO Q596 3750 830/35/40 2.08 AN3750ZVK

ANNA VARIO 1200 × 300 4000 830/35/40 1.88 AN4000ZVK

DALI

ANNA VARIO Q596 3750 830/35/40 HFIX 2.60 AN3750XVK

ANNA VARIO 1200 × 300 4000 830/35/40 HFIX 1.95 AN4000XVK

Accessories

ANNA VARIO Q596 Recessed Mount Box ANVARECBOX

ANNA VARIO Q596 Slim Surface Mount Box ANVASURBOX

ANNA VAR 1200 × 300 Slim Surface Mount Box ANVA12X3SURBOX

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 ECOE3TLIFEKIT

Just Emergency PLUG&PLAY E3 Kit * ECOE3KIT

Just Emergency PLUG&PLAY SelfTest E3 Kit * ECOE3TKIT

 –  50 000 hours rated life  
(@L80, Ta 25° C)

 – CRI 80
 – MacAdam (initial): 4 step
 – UGR < 19 
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Boris

Efficient and powerful, 
Boris is the expert for high 
ceilings 

• Boris is the ideal choice for replacing a 
conventional lighting solution one-for-one and 
offering an energy-saving by more than 50 %

• Boris PLUG&PLAY MWS sensor for detecting 
presence and daylight to make Boris even more 
efficient

• Lower maintenance costs as there is no need for 
costly and disruptive lamp replacement due to 
50000 hours operation life time

• New design provides a broader light distribution 
for an homogeneous illumination of the ground 
level and prevention of hot-spots

• No screws – no hassle: Boris comes with our new 
Conny connector for an easy, quick and tool-free 
installation

• Ready for Quick and easy conversion of 
Boris for emergency operation thanks to the 
PLUG&PLAY E3 kit

Presence &  
Daylight Sensor

The new Conny 
Connector

LED High Bay 

50 000 h 
lifetime before 
luminous flux 
is reduced to 
80 % of initial 
value

Ideal for …

IP65: Dust 
tight and 
water resistant

4 lumen 
packages from 
13 000 lm up to 
30 000 lm

PLUG&PLAY E3 
Kit separately 
available

IK08 rated 
impact 
resistance

Warehouses Exhibition halls Retail outletsIndustrial

 –  Easy to install: Simply plug 
sensor onto ZHAGA Socket 
connector in the middle of the 
luminaire

 –  Easy to control: Dial code 
system or remote control

 –  Easy to use: Enjoy light 
whenever needed automatically

It has never been easier to 
get a luminaire installed: 
The new Conny Connector 
enables a fast and easy 
PLUG&PLAY installation. 
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Light source information
 – 4000 K
 –  13 000 lm (95 W), 19 000 lm 
(140 W), 25 000 lm (185 W), 
30 000 lm (230 W)

 –  Efficiency: up to 136 lm/W
 – 50 000  hrs @ L80 / Ta 25°
 – CRI 80
 – MacAdam (intial) 5 steps

Material/FinishInstallation/Mounting
Body: Aluminum die-cast, 
black (RAL 9017)

Lens: PC

 –  Single point for suspension or 
surface mounting (mounting 
hook supplied with luminaire)

 –  Stirrup for wall/ceiling 
mounting (available as 
accessory)

Ordering guide

Specification
 – Class I electrical
 – IP65
 – IK08
 –  Ambient operating 
temperature: - 30 to + 45 °C 
(E3: 0 to + 25 °C)

Lighting distribution

Boris 25 000 lm
cd/klm ULOR: 0 % 
DLOR: 100 %  
LOR: 100 %

150300450

-30
0

30

60

120–120

–90 90

–60

150

0

–150
±180

135 lm/W

Description Wt (kg) Cat. No.

BORIS 300 13 000 840 2.80 BOR13000Z4K

BORIS 300 19 000 840 2.80 BOR19000Z4K

BORIS 375 25 000 840 4.50 BOR25000Z4K

BORIS 375 30 000 840 4.50 BOR30000Z4K

Accessories

BORIS PLUG&PLAY E3 Kit 1.40 BORE3KIT

BORIS MWS SENSOR 0.07 BORMWSKIT

BORIS REMOTE CONTROL 0.04 BORREMOTE

BORIS STIRRUP L (6 PCS)   6.00 BORSTIRRL

BORIS STIRRUP S (6 PCS) 3.40 BORSTIRRS

CONNY IP68 QUICK CONNECTOR 16A 3-POL 0.05 CONIPCON

Controllability

Sensitivity 50 %, 100 %

Time 10 s, 1 min, 5 min, 10 min

lux off, 200 lux, 300 lux, 500 lux

Dimming Level 0 %, 10 %, 30 %, 50 %

Control mode Dial code system, remote control

Default mode  
(All on "off" position): 50 %, 10 min, 500 lux, 0 %, remote control

14
4

10
2

Ø295

15
3

11
1

Ø373

Sensor rangePresence & Daylight Sensor

at 100 % sensitivity

10m

12m

Boris' PLUG&PLAY sensor option 
will ensure that light is only deliv-
ered when needed by detecting 
motion via MWS and daylight 
via PC. All parameters can be 
directly adjusted on the sensor 
via Dial code system or by using 
the remote control (available as 
accessory). 
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Amy Vario

With a pleasing aesthetic, 
Amy Vario is the ideal 
solution for a vast range  
of applications

• Three colour temperatures in one product – 
simply select 3000 K (warm white), 3500 K or 
4000 K (neutral white) to suit the application use 

• Consistent light output with no shadowing

• The fully detachable connector allows for first 
fix wiring and high voltage circuit testing 
whilst the luminaire is detached from the 
connector

• Easy, quick and tool-free installation thanks to 
an external connector box with a 4-pole push-
terminal enabling loop-in loop-out wiring

• Replacement for traditional 1 × 18 W,  
1 × 26 W, 2 × 18 W or 2 × 26 W compact fluorescent 
downlights

• Suitable for use with phase-cut dimmer 
switches from approved manufacturers

• Suitable to use with the Just Emergency 
PLUG&PLAY E3 KIT for 3 hours emergency 
operation (separately available)

Recessed LED Downlight 

Ideal for …

Offices and 
meeting rooms

Reception 
areas

Corridors Schools and 
universities

700 – 2000 
lumens, up 
to 100 lm/W

100, 150 and 
200 – 240 mm  
cut-outs

Save up to 
80 % energy 
compared 
to compact 
fluorescent 
downlights 

CCT switch 
(3000 K, 3500 K 
and 4000 K)

IP44: splash 
resistant

Dimmable

Ø 120 – 250 mm
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Light source information
 – Lifetime 50 000 hours (@L80, Ta 25 °C)
 –  700 lm (7 W), 1000 lm (10 W), 1500 lm (15 W), 2000 lm (20 W),  
up to 100 lm/W 

 – Colour temperature 3000 K, 3500 K and 4000 K in one product 
 – CRI 80 
 – MacAdam (initial): 4 step

Material/FinishInstallation/Mounting
Body: Steel, white finish 
(RAL 9003)

Diffuser: Polycarbonate

Amy Vario can be installed into 
a wide range of ceiling types 
of 2 – 20 mm thickness.

Ordering guide

Specification
 – Class II electrical
 – IP44
 – IK03
 –  Ambient operating temperature: -20 to +40 °C

Description Wt (kg) Cat. No.

AMY VARIO 100 LED DL 700 830/35/40 0.35 AY700ZVK

AMY VARIO 150 LED DL 1000 830/35/40 0.46 AY1000ZVK

AMY VARIO 150 LED DL 1500 830/35/40 0.46 AY1500ZVK

AMY VARIO 200 LED DL 2000 830/35/40 0.66 AY2000ZVK

Spare Parts

THORNeco Connector 0.085 ECONEC 

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 ECOE3TLIFEKIT

Just Emergency PLUG&PLAY E3 Kit * ECOE3KIT

Just Emergency PLUG&PLAY SelfTest E3 Kit * ECOE3TKIT

Performance Guide

Ceiling height 
(m)

Luminaire 
Spacings (m)

Lux level 
average (Em)

Uniformity 
(Uo)

UGR

2000 lumens – Corridor

2.4 3.6 (5 tiles) 
3.0 (4 tiles) 
2.4 (3 tiles)

151 lux 
177 lux 
225 lux

0.67 
0.58 
0.70

< 24.6 
< 24.6 
< 24.6

2.7 3.6 (5 tiles) 
3.0 (4 tiles) 
2.4 (3 tiles)

138 lux 
162 lux 
206 lux

0.68 
0.60 
0.69

< 24.5 
< 24.5 
< 24.5

3.0 3.6 (5 tiles) 
3.0 (4 tiles) 
2.4 (3 tiles)

127 lux 
149 lux 
189 lux

0.69 
0.61 
0.69

< 24.5 
< 24.5 
< 24.5

Based on a 21 × 2 metre corridor with 70/50/20 reflectances, a 0.80 maintenance 
factor and the working plane at floor level

Ø100

Ø120

95

55
9

18

Ø150

Ø170

140

69
25

9

Ø250

79

190

30

Ø200–240

9

Fully detachable connector allows first fix 
wiring and high voltage circuit testing, while 
the luminaire is detached from the connector 

* While stocks lasts
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 Fred

Brave and solid, Fred is a 
fire-rated everyday hero

• Recessed IP65 fire-rated downlight, including 
white bezel and lens with 38° beam angle

• Highly efficient and economical downlight, fully 
fire-rated for 30, 60 & 90 minute ceilings

• Easily exchangeable bezels: swap white with 
black, chrome, satin chrome or bronze (available 
as accessories)

• Adapt the light distribution by exchanging the 
38° lens with a 24°/46° beam angle lens or a 15° 
wall wash optic (available as accessories)

• The fully detachable connector allows for first fix 
wiring and high voltage circuit testing whilst the 
luminaire is detached from the connector

• Tool free and fast wiring thanks to the press-fit 
terminal block enabling convenient loop-in loop-out

• Groove heatsink design for ideal dissipation of heat 

• Integrated LED driver suitable for use with 
leading-edge dimmer switches from approved 
manufacturers

• Ideal one to one replacement for 35 W halogen 
downlights and up to 90 % energy saving

Fire-rated LED Downlight

Ideal for …

550 lumens at 
80 lm/W

3000 K  
warm white or 
4000 K  
neutral white 

50 000 hours  
lifetime

IP65 (from 
below):  
Dust tight and 
water resistant 

Fully fire-rated 
for 30, 60 and 
90 minute 
ceilings

Dimmable

Hotels BathroomsRetail shops Schools and 
universities
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Light source information
 – 550 lm (7 W); 80 lm/W
 – Colour temperature 3000 K and 4000 K
 – Life time 50 000 hours (@L70, Ta 25 °C)
 – CRI ≥ 80
 – MacAdam (initial): 6 step

Material/FinishInstallation/Mounting
Body: Aluminum heat sink & 
steel housing

Bezel trim: Aluminum die-cast, 
white

Lens: PMMA

Cover: PC

 –  Fred fire-rated downlight can 
be installed into a wide range 
of ceiling types.

 –  Insulation can be placed 
directly over the top of the 
fitting

Ordering guide

Specification
 – Class II electrical
 –  IP65 (from below), IP20 (from above)
 – IK04
 –  Ambient operating temperature: 0 to +40 °C

Cone diagram*

Description Wt (kg) Cat. No.

FRED LED IP65 75 550 840 0.30 FR550Z4K

FRED LED IP65 75 550 830 0.30 FR550Z3K

Accessories

FRED TRIM SAT 0.50 FRTRMSAC

FRED TRIM BRO 0.50 FRTRMBR

FRED TRIM MATT BLK 0.50 FRTRMB

FRED LENS 24° 0.01 FRLNS24

FRED LENS 46° 0.01 FRLNS46

FRED LENS 15° WALL WASH 0.01 FRLNSWW

FRED Connector 0.05 FRCONEC

Spare parts

FRED LENS 38° 0.01 FRLNS38

Distance [m] average illuminance [lux] Beam Diameter [m]

1.0 826
0.61

2.0 206
1.21

3.0 92
1.82

4.0 52
2.43

* Cone diagram is showing the fitting with the 38° lens

77

Ø87

190

38

Ø64

17

3

Ø74–80

Fully detachable connector allows first fix 
wiring and high voltage circuit testing, while 
the luminaire is detached from the connector 
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 Lily

With many different faces, 
Lily is the ideal solution for 
every style

• IP44 downlight with 24 °, 38 ° or 60 ° beam angle

• Customisable: different bezel trims, light engines 
and cans for pendant and surface mounted 
versions available

• Two different lumen packages: 600 or 850 lumens

• Choice of 2700 K, 3000 K or 4000 K to suit 
application use

• Product height of only 59 mm: fits various  
ceiling types

• LED driver suitable for use with leading and trailing 
edge dimmers from approved manufacturers

• Tool free and fast wiring thanks to the two 
connectors with press-fit terminal blocks 
enabling convenient loop-in loop-out

• Can directly be covered with insulation materials

• Ideal one to one replacement for 35 W and 50 W 
halogen downlights and up to 90 % energy saving 

• Suitable to use with the Just Emergency 
PLUG&PLAY E3 KIT (separately available)

• Extend the possible applications by using the can 
accessory, complete with canopy for pendant or 
surface mounted option, 1.5 meter suspension 
cable and silver or black reflector

IP44 LED Downlight

Ideal for …

600 and 
850 lumens, 
100 lm/W

2700 K and 
3000 K warm 
white or 4000 K 
neutral white

50 000 hours 
lifetime

IP44: splash 
resistant OR 
IP65: Dust 
tight and 
water resistant 
(from below)

68 mm cut-out

Dimmable

HotelsReception 
areas

Residential Retail
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    *  Complete product including trim, phase cut dimmabel driver and loop in  
loop out connectors.

  **  Light Engine including phase cut dimmable driver and loop in loop out 
connectors. Choose either a bezel trim or a pendant can to complete the 
product of your choice.

*** While stocks lasts

Light source information
 – 600 lm (6 W); 100 lm/W
 – 850 lm (8,5 W); 100 lm/W
 –  Color temperatures: 2700 K, 
3000 K and 4000 K

 –  Life time 50 000 hours  
(@L80, Ta 25 °C)

 – CRI ≥ 90
 – MacAdam (initial): 3 step

Material/FinishInstallation/Mounting
Body: Aluminum heat sink, 
powder coated

Bezel trim: Aluminum,  
powder coated

Lens: PC

 –  Lily downlight can be installed 
into a wide range of ceiling 
types

 –  Mineral wool insulation can 
be placed directly over the 
top of the fitting

Ordering guide

Specification
 – Class II electrical
 –  IP44 (from below),  
IP20 (from above);  
with optional IP65 trim:  
IP65 (from below),  
IP20 (from above)

 – IK03 
 –  Ambient operating 
temperature: -20 to +40° C

Lighting distribution

Lily 600 lm 38°
cd/klm ULOR: 0 % 
DLOR: 100 %  
LOR: 100 %

100200300

-30
0

30

60

120–120

–90 90

–60

150

0

–150
±180

100 lm/W

Complete product – light engine plus round 
white adjustable trim included Wt (kg) Cat. No.

LILY LED SPOT IP44 38° 68 600 930 ADJ WH* 0.36 LIL600Z3K38TRIMW

LILY LED SPOT IP44 38° 68 600 940 ADJ WH* 0.36 LIL600Z4K38TRIMW

LILY LED SPOT IP44 38° 68 850 930 ADJ WH* 0.36 LIL850Z3K38TRIMW

LILY LED SPOT IP44 38° 68 850 940 ADJ WH* 0.36 LIL850Z4K38TRIMW

Accessories – Light engines

LILY LED SPOT IP44 24° 68 600 927 ** 0.27 LIL600Z27K24

LILY LED SPOT IP44 24° 68 600 930 ** 0.27 LIL600Z3K24

LILY LED SPOT IP44 24° 68 600 940 ** 0.27 LIL600Z4K24

LILY LED SPOT IP44 24° 68 850 927 ** 0.27 LIL850Z27K24

LILY LED SPOT IP44 24° 68 850 930 ** 0.27 LIL850Z3K24

LILY LED SPOT IP44 24° 68 850 940 ** 0.27 LIL850Z4K24

LILY LED SPOT IP44 38° 68 600 927 ** 0.27 LIL600Z27K38

LILY LED SPOT IP44 38° 68 600 930 ** 0.27 LIL600Z3K38

LILY LED SPOT IP44 38° 68 600 940 ** 0.27 LIL600Z4K38

LILY LED SPOT IP44 38° 68 850 927 ** 0.27 LIL850Z27K38

LILY LED SPOT IP44 38° 68 850 930 ** 0.27 LIL850Z3K38

LILY LED SPOT IP44 38° 68 850 940 ** 0.27 LIL850Z4K38

LILY LED SPOT IP44 60° 68 600 927 ** 0.27 LIL600Z27K60

LILY LED SPOT IP44 60° 68 600 930 ** 0.27 LIL600Z3K60

LILY LED SPOT IP44 60° 68 600 940 ** 0.27 LIL600Z4K60

LILY LED SPOT IP44 60° 68 850 927 ** 0.27 LIL850Z27K60

LILY LED SPOT IP44 60° 68 850 930 ** 0.27 LIL850Z3K60

LILY LED SPOT IP44 60° 68 850 940 ** 0.27 LIL850Z4K60

Accessories

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 ECOE3TLIFEKIT

Just Emergency PLUG&PLAY E3 Kit *** ECOE3KIT

Just Emergency PLUG&PLAY SelfTest E3 Kit *** ECOE3TKIT

Accessories – Trims & Cans Wt (kg) white black silver

Bezel trim round adjustable 0.080 LILRDTRIMW LILRDTRIMB LILRDTRIMS

Bezel trim square adjustable 0.085 LILSQTRIMW LILSQTRIMB LILSQTRIMS

Bezel trim IP65 0.075 LILIP65TRIMW

Pendant can 0.377 LILCANW LILCANB

Trim square WH Trim round WH Trim round IP65Trim square SIL Trim round SILTrim square BLK Trim round BLKPendant cans WH + BLK 
(also suitable for 

surface mounting) 

82

15°

Ø68

59

82

15°

Ø68

59
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 Zoe Vario

Slim and adaptable, 
Zoe Vario is perfectly  
suited to everyday needs

• Uniform light surface

• Product height of only 26 mm: fits various 
ceiling types

• Three colour temperatures in one product – 
simply select 3000 K (warm white), 3500 K or 
4000 K (neutral white) to suit the application 
use

• Replaces conventional downlights with 1 × 18 W, 
1 × 26 W and 2 × 18 W CFL and offers up to 50% 
energy saving 

• Connector for tool-free wiring, also enabling 
loop-in loop-out

• Flat surface and IP44 rating make cleaning easy 

• Suitable to use with the Just Emergency 
PLUG&PLAY E3 KIT for 3 hours emergency 
operation (separately available)

Slim LED Downlight

Ideal for …

Offices and 
meeting rooms

Reception 
areas

Corridors Schools and 
universities

Available in 
700, 1000, 
1600 and 2000 
lumen versions

Save up to 
50 % energy 
compared 
to compact 
fluorescent 
downlights

130, 170  
and 210 mm 
cut-outs

IP44:  
splash resistant 
(from below)

50 000 hours  
lifetime

CCT switch 
(3000 K, 3500 K 
and 4000 K)
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Light source information
 –  700 lm (9 W), 1000 lm (12 W), 1600 lm (18 W) and 2000 lm (22 W) 
up to 90 lm/W

 – Colour temperature 3000 K, 3500 K and 4000 K in one product 
 – 50 000 hours rated life (@L80, Ta 25 °C)
 – CRI 80
 – MacAdam (initial): 4 step

Material/FinishInstallation/Mounting
Body: Aluminum white finish

Diffuser: PS

 –  Recessed installation into a 
wide range of ceiling types

 –  Easy, quick and tool-free 
installation thanks to an 
integrated connector with a 
3-pole push-terminal (for up 
to 2.5mm² wires) enabling 
loop-in loop-out wiring

 – Class II electrical
 –  IP44 (from below),  
IP20 (from above)

 – IK02
 – ENEC certified driver
 –  Ambient operating 
temperature: -10 to +40 °C 
(E3: 0 to +25 °C)

Specification

Ordering guide

2000 and 
1600 lm

1000 lm 700 lm

Performance Guide

Ø L W1 W2

ZOE VARIO LED DL 130 145 145 20 26 130

ZOE VARIO LED DL 170 180 180 20 26 170

ZOE VARIO LED DL 210 220 220 20 26 210

Ceiling height 
(m)

Luminaire 
Spacings (m) 

Lux Level 
Average (Em)

Uniformity 
(Uo)

UGR

1600 lumens – Corridor

2.4 1.2 
1.8 
2.4 
3.0 
3.6

331 lux 
210 lux 
166 lux 
131 lux 
112 lux

0.70 
0.71 
0.72 
0.63 
0.70

≤ 26.2 
≤ 26.2 
≤ 26.2 
≤ 26.2 
≤ 26.2

2.7 1.2 
1.8 
2.4 
3.0 
3.6

287 lux 
192 lux 
144 lux 
120 lux 
102 lux

0.67 
0.68 
0.70 
0.65 
0.72

≤ 25.9 
≤ 25.9 
≤ 25.9 
≤ 25.9 
≤ 25.9

3.0 1.2 
1.8 
2.4 
3.0 
3.6

280 lux 
187 lux 
140 lux 
111 lux 
94.3 lux

0.70 
0.71 
0.71 
0.66 
0.72

≤ 25.8 
≤ 25.8 
≤ 25.8 
≤ 25.8 
≤ 25.8

Based on a 21.6 × 2 metre corridor with 70/50/20 reflectances, a 0.80 
maintenance factor and the working plane at floor level

L

W2W1

Ø

Description Wt (kg) Cat. No.

ZOE VARIO LED DL 130 700 830/35/40 0.30 ZO700ZVK

ZOE VARIO LED DL 170 1000 830/35/40 0.40 ZO1000ZVK

ZOE VARIO LED DL 210 1600 830/35/40 0.50 ZO1600ZVK

ZOE VARIO LED DL 210 2000 830/35/40 0.50 ZO2000ZVK

Accessories

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 ECOE3TLIFEKIT

Just Emergency PLUG&PLAY E3 Kit * ECOE3KIT

Just Emergency PLUG&PLAY SelfTest E3 Kit * ECOE3TKIT

* While stocks lasts
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Accessory

Just Emergency
PLUG&PLAY E3 Kit

It has never been more 
convenient and easier to 
convert a luminaire for 
emergency operation!
• The kit has been designed to enable conversion 

of general lighting for emergency operation

• The Just Emergency Kit consists of an 
Emergency LED driver, a LiFePo4 battery for 3 h 
emergency operation, an indicator LED and a 
test switch button 

• Based on the latest technology with lithium-
iron phosphate battery, the Kit provides a 
longer life expectancy compared to NiCd or 
NiMH emergency kits

• Quick and easy to install PLUG&PLAY 
solution, which eliminates complexity 
from emergency lighting

• In case of an emergency the luminaires will 
provide sufficient light for 3 hours on battery 
mode

• Battery compartment can be opened easily for 
a fast and convenient battery replacement

• THORNeco Connector (4 pole) for toolfree 
connection of switched and unswitched line

Self-test

The emergency kit uses a lithium iron phosphate (LiFePO4) 
battery which is known for its many advantages such as longer 
life expectancy, high safety and lower environmental impact 
due to the use of phosphates instead of cobalt.

The Emergency Kits carry out self-tests automatically  
to ensure its functionality. 

The self-tests covers 3 types of tests:

Initial test
 –  As soon as the emergency kit is connected, the Initial test will 
start immediately automatically

 –  In case of a failure the LED will flash red, otherwise the charge 
mode will start

Functional test
 –  Refers to charging, discharging and the functioning of load
 – Carried out for 10 seconds automatically every 30 calendar days

Duration test 
 –  Refers to the test of batteries' capacity
 – Carried out every 180 calendar days

Rest mode 
Rest mode can be initiated during emergency mode by pressing 
test switch longer than 3 seconds. The rest mode will be exited 
automatically after reconnect AC mains. 

Please note
 –  If mains supply is off during self-test period, emergency 
conversion module would terminate self-test immediately  
and go into emergency mode

Self-test is under the regulation of EN62034.

The battery

Compatible with:

Zoe VarioAnna Vario Amy Vario Lily
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Just E3 PLUG&PLAY Kit SelfTest LiFePo4

AC in

Connect to 
LED driver output

LED driver

Connect to LED

Driver AC in

DC in

212

73
28

115 52

30

39

45

Ø20

General product information: Ordering Guide
 – Input rated voltage: 220 – 240 V AC, 50 – 60 Hz
 – AC Input power rated 4.0 W max
 – Power factor: > 0.5
 –  Output emergency power 3 W
 – Output voltage DC 10 – 50 V
 – Battery capacity (LiFePO4) 2200 mAh
 – Ambient range ta 0 – 50° C

Description Wt (kg) Cat. No.

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 0.54 ECOE3TLIFEKIT 

REPLACEMENT BATTERY FOR ECOE3TLIFEKIT 0.14 ECOE3TLIFEBAT

Wiring diagram (maintained)

Explanation of LED Indicator

Green Slow flash  
(3 sec on, 1 sec off) Charging mode

Green Stable Fully charged

Green Fast flash  
(0.1 sec on, 0.1 sec off) Functional test

Green Slow flash  
(1 sec. on, 1 sec. off) Duration test

Red Stable Failure (Load)

 Red Slow flash  
(1 sec. on, 1 sec. off) Battery failure

Off Emergency mode  
(battery operation/DC)
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Sporting many different 
looks, Lara is the ultimate 
choice for a range of indoor 
and outdoor settings
• 800 lm LED (direct replacement for 1 × 16 W 2D),  

1200 lm LED (direct replacement for 1 × 28 W 2D) 
and 2000 lm LED (direct replacement for 1 × 38 W 2D)

• Frosted diffuser ensures a homogeneous light 
effect and visual comfort

• 2 Colours of the fitting: white (RAL 9003) and 
black (RAL 9011)

• Sealed to IP65 for protected exterior applications

• Robust construction tested up to IK08 impact 
resistance

• Optional trim accessories in 4 designs (bezel, 
eyelid, eyelid grille and grille) and 2 colours (black 
and white)

Light source information
 –  2000 lm (20 W), 1200 lm (13 W) 
and 800 lm (10 W), up to 
100 lm/W

 – 4000 K neutral white LED
 –  Lifetime 50 000 hours  
(@L70, Ta 25 °C)

 – CRI 80

Ideal for …

800, 1200 and  
2000 lumens, 
up to 100 lm/W

Save up to 
70 % energy 
compared with 
luminaires  
with 2D lamps

250, 300 
and 330 mm 
diameter

3 h emergency 
version 
available

50 000 hours  
lifetime

Public entrance 
areas

UnderpassesCirculation 
corridors

Stairwells

Specification
 – Class II electrical
 – IP65
 – IK08
 – ENEC certified driver
 –  Ambient operating 
temperature: -10 to +40 °C  
(E3: 0 to +25 °C)

 Lara
Circular IP65 LED Bulkhead
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Material/FinishInstallation/Mounting
Body: Polycarbonate

Diffuser: Polycarbonate

 –  Suitable for wall or ceiling 
mounting

 – Quick and easy installation
 – Suitable for BESA fixing

Ordering guide

Eyelid trimBezel trim WHBezel trim BLK Grille trimEyelid grille trim

MWS: microwave presence sensor
BLK: black; WH: white
E3: 3 hours emergency lighting

Performance Guide

Description Wt (kg) Cat.No. WH Cat.No. BLK

LARA LED 250 800 840 0.70 LAS800ZW4K LAS800ZB4K

LARA LED 250 800 840 E3 0.90 LAS800ZWE4K LAS800ZBE4K

LARA LED 300 1200 840 1.07 LAL1200ZW4K LAL1200ZB4K

LARA LED 300 1200 840 E3 1.20 LAL1200ZEW4K LAL1200ZEB4K

LARA LED 250 800 840 MWS 0.70 LAS800ZMW4K LAS800ZMB4K

LARA LED 250 800 840 MWS E3 0.90 LAS800ZMEW4K LAS800ZMEB4K

LARA LED 300 1200 840 MWS 1.07 LAL1200ZMW4K LAL1200ZMB4K

LARA LED 300 1200 840 MWS E3 1.20 LAL1200ZMEW4K LAL1200ZMEB4K

LARA LED 330 2000 840 1.20 LAXL2000ZW4K

LARA LED 330 2000 840 MWS 1.20 LAXL2000ZMW4K

LARA LED 330 2000 840 E3 1.40 LAXL2000ZEW4K

LARA LED 330 2000 840 MWS E3 1.40 LAXL2000ZMEW4K

Accessories

LARA BEZEL TRIM S 250 0.20 LASBEZW LASBEZB

LARA BEZEL TRIM L 300 0.20 LALBEZW LALBEZB

LARA BEZEL TRIM XL 330 0.30 LAXLBEZW

LARA EYELID TRIM S 250 0.20 LASEYEB

LARA EYELID TRIM L 300 0.30 LALEYEB

LARA EYELID GRILLE TRIM S 250 0.20 LASEYEGRIB

LARA EYELID GRILLE TRIM L 300 0.30 LALEYEGRIB

LARA GRILLE TRIM S 250 0.20 LASGRIB

LARA GRILLE TRIM L 300 0.30 LALGRIB

Wt (kg) Cat.No.

LARA Tamperproof Screw Kit 0.019 LAVPSKIT

Ø

LARA LED 250 250

LARA LED 300 300

LARA LED 330 330

Based on a 21 × 2 metre corridor with 70/50/20 reflectances, a 0.80 maintenance 
factor and the floor as the working plane.

Ceiling height 
(m)

Luminaire 
Spacings (m)

Lux level 
average (Em)

Uniformity 
(Uo)

UGR

800 lumens – Corridor

2.4 3.0 
2.4 
1.8

63 lux 
80 lux 
101 lux

0.66 
0.74 
0.71

25 
25 
25

2.7 3.0 
2.4 
1.8

58 lux 
70 lux 
93 lux

0.66 
0.71 
0.70

25 
25 
25

3.0 3.0 
2.4 
1.8

54 lux 
68 lux 
91 lux

0.66 
0.72 
0.71

25 
25 
25

1200 lumens – Corridor

2.4 3.0 
2.4 
1.8

92 lux 
117 lux 
162 lux

0.64 
0.73 
0.74

25 
25 
25

2.7 3.0 
2.4 
1.8

85 lux 
108 lux 
150 lux

0.63 
0.72 
0.65

25 
25 
25

3.0 3.0 
2.4 
1.8

82 lux 
104 lux 
130 lux

0.66 
0.72 
0.55

25 
25 
25

Ø

68
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Comfortable both indoors 
and out, Tom Vario is 
smarter, brighter and 
stronger
• Frosted diffuser ensures a homogeneous light 

effect and visual comfort 

• Direct replacement for 2 × 26 W or 2 × 18 W CFL 

• Switchable light colour: choose between warm 
white (3000 K) and neutral white (4000 K) to 
suit application use

• 2 different lumen packages: 1200 lm and 2000 lm

• Optional: Integrated microwave presence 
sensor maximizing the energy saving potential

Tom Vario
Circular IP66 LED Bulkhead

Ideal for …

Toilets and 
bathrooms

Public entrance 
areas

Underpasses

Corridors Stairwells

1200 lm (14 W) 
and 2000 lm 
(20 W), up to 
100 lm/W

50 000 hours 
lifetime

Switchable 
light colour: 
3000 K and 
4000 K

IK10 rated 
impact 
resistance

Sealed to IP66 
for protected 
exterior 
applications

Save up to 
60 % energy 
compared with 
CFL luminaires
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Light source information
 –  1200 lm (14 W), 86 lm/W and 
2000 lm (20 W), 100 lm/W

 –  Colour temperature switch 
4000 K and 3000 K

 –  Life time 50 000 hours  
(@L70, Ta 25 °C) 

 – CRI 80
 – MacAdam (initial): 6 step

Ordering guide

 – Class II electrical
 – IP66
 – IK10
 –  Ambient operating 
temperature: -20 to +40 °C

Specification

Material/FinishInstallation/Mounting
 –  Suitable for wall or ceiling 
mounting

 –  Quick and easy installation 
thanks to a piano key 
terminal for wires up to 
2.5 mm²

Sensor Range

Controllability

at 100 % sensitivity

Sensitivity 20 %, 50 %, 75 %, 100 %

Time 10 s, 1 min, 5 min, 10 min, 15 min, 20 min, 25 min, 30 min

lux 10 lux, 20 lux, 50 lux, 100 lux, 200 lux, 300 lux, 500 lux, disable

Lighting distribution

Tom Vario 2000 lm
cd/klm ULOR: 5 % 
DLOR: 95 %  
LOR: 100 %

100200300

-30
0

30

60

120–120

–90 90

–60

150

0

–150
±180

100 lm/W

12 m

3.5 m

6 m

6 m

Colour temperature switch

Ø300

91

MWS: microwave sensor
WH: white, BK: black

Description Wt  
(kg) WH BK

TOM VARIO LED 300 2000 830/40 0.75 TM2000ZWVK TM2000ZBVK

TOM VARIO LED 300 2000 830/40 MWS 0.80 TM2000ZMWVK TM2000ZMBVK

TOM VARIO LED 300 1200 830/40 0.75 TM1200ZWVK TM1200ZBVK

TOM VARIO LED 300 1200 830/40 MWS 0.80 TM1200ZMWVK TM1200ZMBVK

Body: White (RAL 9010), 
black (RAL 9005), 
polycarbonate (UV stabilised)

Diffuser: Opal, polycarbonate 
(UV stabilised)
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Rock around  
the house

tonight

Discover our easy PLUG&PLAY concept for gardens, 
pathways and building surrounds. The THORNeco  

cables, connectors and sensors can be combined easily 
and are compatible with Leonie (LED floodlight),  

Mary (LED garden floodlight) and Rosy (LED Inground 
luminaire). The THORNeco cable system allows quick and 

safe installation and provides maximum flexibility.
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Meet the 
family!

T-Connector MulticonnectorMains adaptor External integratorExtension cable 
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 Leonie

Small yet extremely 
powerful, Leonie lights up 
dark outdoor areas

• Very lightweight, compact and streamline design

• 4 different lumen packages from 1000 lm to 
5000 lm

• Universal mounting bracket allows surface 
mounting with the possibility of tilting 
upwards or downwards

• Suitable for use with the “LEONIE PLUG&PLAY 
MWS” presence sensor (available as accessory)

• Pre-wired with mains cable

• Compatible with the THORNeco cable system

LED Floodlight

Ideal for …

1000, 2000, 
3000 and 5000 
lumens

Save up to 
70 % energy 
compared 
with halogen 
floodlights

IK08 rated 
impact 
resistance

Sealed to IP65 
for protected 
exterior 
applications

Optional 
presence sensor

FootpathsCar parksBuilding  
facades

Gardens

Compatible 
with THORNeco 
cable system
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Light source information
 –  1000 lm (10 W), 2000 lm (20 W), 3000 lm (30 W), 5000 lm (50 W), 
100 lm/W

 – 4000 K & 3000 K
 –  Lifetime: 50 000 hours rated life (@ L70, Ta 25 °C)
 – CRI 80
 – MacAdam (initial): 5 step
 – Beam angle: 100 ± 5 °

Material/FinishInstallation/Mounting
Body: Aluminium, powder 
coated, grey, RAL 9006

Front cover: glass

 –  Suitable for wall or ceiling 
mounting

 –  Pre-wired with a 63 cm long 
mains cable and open cable 
ends with 1 mm2 cross section

 –  Ground spike and wall 
bracket (length 0.6 m) 
available as accessories

Ordering guide

Specification
 – Class I electrical
 – IP65
 –  IK08 (IK07 for the sensor LEONIE PLUG&PLAY MWS)
 –  Ambient operating temperature: -30 to +40 °C

Presence sensor
Leonie’s PLUG&PLAY presence sensor option will ensure that 
light is only delivered when needed. The motion detection range 
and time duration is fully adjustable, with the additional benefit 
of a daylight sensor for illuminance levels between 2 and 50 lux. 
The maximum mounting height is 6 m.

Performance Guide

Description Wt (kg) Cat. No.

LEONIE LED FL IP65 10W 840 0.45 LEO10W4K

LEONIE LED FL IP65 20W 840 0.53 LEO20W4K

LEONIE LED FL IP65 30W 840 0.53 LEO30W4K

LEONIE LED FL IP65 50W 840 0.77 LEO50W4K

LEONIE LED FL IP65 10W 830 0.45 LEO10W3K

LEONIE LED FL IP65 20W 830 0.53 LEO20W3K

LEONIE LED FL IP65 30W 830 0.53 LEO30W3K

LEONIE LED FL IP65 50W 830 0.77 LEO50W3K

Accessories

LEONIE PLUG&PLAY MWS 0.15 LEOMWS

LEONIE SPIKE 0.14 LEOSPK

LEONIE WALL BRACKET 0.30 LEOBRK

ECO PIR SENSOR 0.36 ECOPIR

ECO PC SENSOR 0.36 ECOPCELL

Compatible THORNeco cable system

MAINS ADAPTOR ECOMAINSAD

EXTERNAL INTEGRATOR ECOEXTINT

EXTENSION CABLE – 1 m ECOEXTC1M

EXTENSION CABLE – 2 m ECOEXTC2M

EXTENSION CABLE – 5 m ECOEXTC5M

EXTENSION CABLE – 10 m ECOEXTC10M

CONNY IP68 CONNECTOR CONIPCON

T-CONNECTOR ECOMULTICON

MULTICONNECTOR ECOTCON

L1 L2 W H1 H2

LEONIE LED FL IP65 10W 840 115 140 49 137 130

LEONIE LED FL IP65 20W 840 130 140 51 153 135

LEONIE LED FL IP65 30W 840 130 140 51 153 135

LEONIE LED FL IP65 50W 840 155 164 54 172 150

Description Lumen output Alternative  
to Halogen

Alternative 
to Discharge

LEONIE 10 W 1000 lm 50 W

LEONIE 20 W 2000 lm 100 W

LEONIE 30 W 3000 lm 150 W

LEONIE 50 W 5000 lm 250 W 70 W

The above table is a guide for replacement of traditional floodlights, using the 
closest LED alternative offer.

L1

L2

H1

W

H2
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 Mary

Flexible and dynamic, Mary 
loves to communicate with 
others

• Reflector for a sharp, defined light beam

• Complete product with earth spike

• Compatible with THORNeco cable system 

• Adaptor with open leads included

• High corrosion resistance (C4) and water 
ingress protection

LED Garden Floodlight  
with Earth Spike

Ideal for...

IK08 rated 
impact 
resistance

Compatible 
with THORNeco 
cable system

Sealed to IP66 
for exterior 
applications

Connection 
cable with 
integrated 
waterstop

Building  
facades

Gardens

50 000 hours 
lifetime
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Light source information
 – 500 lm (8 W), 62 lm/W
 – 3000 K
 –  Lifetime: 50 000 hours rated 
life (@ L80, Ta 25 °C)

 – CRI 80

Material/FinishInstallation/Mounting
Body: aluminium die-cast  
(RAL 9005)

Screws: stainless steel AISI 316 
with GEOMET® 500 coating

Front cover: clear glass

 – Earth spike included
 –  Pre-wired with mains cable 
and adapter with open leads 
(1.5 mm²)

 –  H07RN-F connection cable
 –  Salt resistant according to 
corrosion class C4

Ordering guide

Specification

Compatible THORNeco cable system

 – Class I electrical
 – IP66
 –  IK08 
 –  Ambient operating 
temperature: -20 to +50 °C

Lighting distribution

Mary 500 lm
cd/klm ULOR: 100 % 
DLOR: 0 %  
LOR: 100 %

4008001200

-30
0

30

60

120–120

–90 90

–60

150

0

–150
±180

62 lm/W

Description Wt (kg) Cat. No.

MARY GARDEN SPOT IP66 500 830 0.75 MAR500Z3K

Accessories:

ECO PIR SENSOR 0.36 ECOPIR

ECO PC SENSOR 0.36 ECOPCELL

380

Ø95

160

For extension (1 Male, 
6 Female including 
protection caps)

MULTICONNECTOR – 
ECOMULTICON

 EXTENSION CABLE

CONNY  
IP68 CONNECTOR
– CONIPCON

MAINS ADAPTOR – 
ECOMAINSAD

EXTERNAL INTEGRATOR – 
ECOEXTINT

1 m – ECOEXTC1M
2 m – ECOEXTC2M

5 m – ECOEXTC5M
10 m – ECOEXTC10M

Connects luminaires of 
other suppliers to the 
THORNeco cable system 
(one side: Male, other side: 
Conny connector)

Connects luminaires of 
THORNeco cable system 
to mains (one side: Conny 
connector, other side: 
Female)

With Male/Female connector in different 
lengths (1 m, 2 m, 5 m, 10 m)

T-CONNECTOR – ECOTCON
For extension (1 Male,  
2 Female)
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 Rosy

Subtly stable Rosy 
illuminates your way, 
always in touch with  
others
• Strongly diffused uniform light surface to 

reduce perceived glare

• Compatible with THORNeco cable system 

• Adaptor with open leads included

• Low overall height decreases required space  
and depth for installation

• High corrosion resistance (C4) and water 
ingress protection

• Suitable for installation in concrete/soil/wood

LED Walkover Inground 
Luminaire

Ideal for...

IK09 rated 
impact 
resistance

Sealed to 
IP66 & IP67 
for exterior 
applications

Footpaths Gardens

66/67

Compatible 
with THORNeco 
cable system

Connection 
cable with 
integrated 
waterstop

50 000 hours 
lifetime
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Light source information
 – 350 lm (6 W)
 – 3000 K
 –  Lifetime: 50 000 hours rated 
life (@ L80, Ta 25 °C)

 – CRI 80

Material/FinishInstallation/Mounting
Body: stainless steel AISI 316, 
aluminium die-cast

Screws: hex socket, stainless 
steel AISI 316 with GEOMET® 500 
coating

Front cover: tempered frosted 
glass

Sleeve: PC

 –  Suitable for installation in 
concrete/soil/wood

 –  Pre-wired with mains cable 
and adapter with open leads 
(1.5 mm²)

 – H07RN-F connection cable
 –  Salt resistant according to 
corrosion class C4

Ordering guide

Specification
 – Class I electrical
 – IP66 & IP67
 –  IK09
 –  Ambient operating 
temperature: -20 to +50 °C

Description Wt (kg) Cat. No.

ROSY INGROUND IP67 350 830 0.95 ROS350Z3K

Accessories

ECO PIR SENSOR 0.36 ECOPIR

ECO PC SENSOR 0.36 ECOPCELL

Compatible THORNeco cable system

104

Ø130

For extension (1 Male, 
6 Female including 
protection caps)

MULTICONNECTOR – 
ECOMULTICON

 EXTENSION CABLE

CONNY  
IP68 CONNECTOR
– CONIPCON

MAINS ADAPTOR – 
ECOMAINSAD

EXTERNAL INTEGRATOR – 
ECOEXTINT

1 m – ECOEXTC1M
2 m – ECOEXTC2M

5 m – ECOEXTC5M
10 m – ECOEXTC10M

Connects luminaires of 
other suppliers to the 
THORNeco cable system 
(one side: Male, other side: 
Conny connector)

Connects luminaires of 
THORNeco cable system 
to mains (one side: Conny 
connector, other side: 
Female)

With Male/Female connector in different 
lengths (1 m, 2 m, 5 m, 10 m)

T-CONNECTOR – ECOTCON
For extension (1 Male,  
2 Female)
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Accessories
Around the House

Description Wt (kg) Cat. No.

ECO PC SENSOR 0.36 ECOPCELL

Description Wt (kg) Cat. No.

ECO PIR SENSOR 0.36 ECOPIR

Description Wt (kg) Cat. No.

CONNY IP68 QUICK CONNECTOR 16A 3-POL 0.05 CONIPCON

PIR Sensor Conny IP68 Connector

Photocell PIR Sensor / Photocell

Conny IP68 Connector

 – Quick connector 3 pole
 – Tool free
 – IP68
 –  Suitable for outside and 
inground use

 – Cable diameter 6.5 - 12 mm 
 –  Rated cross-section rigid, single 
and fine stranded 1 - 2.5 mm²

 – Sensor to detect motion in correlation with daylight level
 –  Including remote control to adapt sensor settings
 –  Earth spike included, suitable for wall-mounting
 –  Reliable on/off function thanks to  
infrared technology

 – IP65
 – IK04
 –  Ambient temperature: -20 to +40 °C
 – Switching load: 800 W
 – Electrical class: I
 –  Connection via THORNeco cable system  
or adaptor with open leads (included)

 – Detection of daylight/brightness level
 – Switch to determine on which brightness  

 level lights should turn on
 –  Earth spike included, suitable for wall-mounting
 – IP65
 – IK04
 –  Ambient temperature: -20 to +40 °C
 – Switching load: 200 W
 – Electrical class: I
 –  Connection via THORNeco cable system  
or adaptor with open leads (included)

86106

119

295

35

11

24,6 24,6

11
,6

Detection range Controllability

Time 10 s, 90 s, 5 min, 10 min,  
15 min, 20 min, 30 min

lux 10 lux, 50 lux, 100 lux, 200 lux,  
500 lux, 1000 lux, 2000 lux

10 m

10 m
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Description Wt (kg) Cat. No.

ECO EXTENSION CABLE 1M 0.16 ECOEXTC1M

ECO EXTENSION CABLE 2M 0.30 ECOEXTC2M

ECO EXTENSION CABLE 5M 0.73 ECOEXTC5M

ECO EXTENSION CABLE 10M 1.45 ECOEXTC10M

ECO MAINS ADAPTOR 0.20 ECOMAINSAD

ECO EXT INTEGRATOR 0.20 ECOEXTINT

ECO T-CONNECTOR 0.14 ECOTCON

ECO MULTICONNECTOR 0.58 ECOMULTICON

 Extension cable with Male/
Female connector in different 
lengths (1 m, 2 m, 5 m, 10 m)

• Tool free

• 3 pole

• IP68

• High mechanical strength

• Flexible cable H07RN-F 3 G  1.5 mm²

•  Cable suitable for outside and inground use*

*The suitability might differ according to different national regulations

T-Connector for extension  
(1 Male, 2 Female)

Cable Multiconnector

T-ConnectorMains adaptor

External integrator

External integrator: connects 
luminaires of other suppliers 
to the THORNeco cable system 
(one side: Male, other side: 
Conny connector)

Mains adaptor: connects 
luminaires of THORNeco cable 
system to mains (one side: 
Conny connector, other side: 
Female)

Cables & Connectors

Ordering Guide

Multiconnector for extension 
(1 Male, 6 Female including 
protection caps)

1m/2m/5m/10m

1m

1m

300 300 300 300 300 300

100

300

100

300
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 Holly

Pure and beautiful from 
within, Holly expresses 
herself on walls

• Elegant and timeless design 

• 3 different designs (round, square, can)

• Versions with up/downlight or only downlight 
available

• Zero uplight versions available to reduce light 
pollution

• Special designed back plate provides more 
flexibility in mounting

• Fast and easy installation thanks to well 
positioned 3 pole terminal block

Wall-mounted LED  
Outdoor Luminaire

Ideal for...

Sealed to IP65 
for protected 
exterior 
applications

50 000 hours 
lifetime

IK04 rated 
impact 
resistance

Building facades Residential

Special designed 
back plate provides 
more flexibility in 
mounting
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Light source information

Light output

 –  250 - 500 lm
 – 3000 K
 –  Lifetime: 50 000 hours rated 
life (@ L80, Ta 25 °C)

 – CRI 80

Material/FinishInstallation/Mounting
Body: Aluminium die-cast 
RAL7016

Front cover: clear glass

 –  Fast and easy installation 
thanks to well positioned 
3 pole terminal block

 –  Special designed back plate 
provides more flexibility in 
mounting

* No light pollution, zero uplight

Can version 

SquareRound Can

Round and square version 

* **

Ordering guide

Specification
 – Class I electrical
 – IP65
 –  IK04 
 –  Ambient operating 
temperature: -20 to +40 °C

Lighting distribution

Description Wt (kg) Cat. No.

HOLLY CONE ROUND DOWN IP65 300 830 0.52 HOLRD300Z3K

HOLLY CONE ROUND UP/DOWN IP65 500 830 0.52 HOLRD500Z3K

HOLLY CONE SQUARE DOWN IP65 300 830 0.52 HOLSQ300Z3K

HOLLY CONE SQUARE UP/DOWN IP65 500 830 0.52 HOLSQ500Z3K

HOLLY WALL CAN DOWN IP65 250 830 0.50 HOLW250Z3K

Holly UP/DOWN
cd/klm ULOR: 47 % 
DLOR: 53 %  
LOR: 100 %

Holly DOWN
cd/klm ULOR: 0 % 
DLOR: 100 %  
LOR: 100 %

100200300

-30
0

30

60

120–120

–90 90

–60

150–150
±180

0

250500750

-30
0

30

60

120–120

–90 90

–60

150

0

–150
±180

63 lm/W

60 lm/W

10980

18
0

93 58

16
0

41



 Leo

Extremely powerful and 
resilient, Leo adds safety to 
dark areas

• 5 different lumen packages from 7500 to 
25 000 lm

• Asymmetrical light distribution – ideal for 
building facades and footpaths

• Integrated photocell for automatic light from 
dusk til dawn (can be activated/deactivated)

• Compact and streamline design

• Universal mounting bracket allows wall or 
ceiling mounting with the possibility of tilting 
upwards or downwards

• Surge protection up to 10 kV to protect the 
product from short high voltage spikes caused 
e.g. by a lightning storm 

• Climate membrane for automatic climate 
regulation inside the floodlight

• Pre-wired with mains cable (3 m)

High Power LED Floodlight

Ideal for …

7500, 10 000, 
15 000, 20 000 
and 25 000 
lumens

Save up to 
70 % energy 
compared 
with halogen 
floodlights 

IK08 rated 
impact 
resistance

Sealed to IP66 
for exterior 
applications

50 000 hours  
lifetime 

Integral  
photo cell

FootpathsCar parksBuilding  
facades

Loading  
bays
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Light source information
 –  7500 lm (75 W), 10 000 lm (100 W), 15 000 lm (150 W),  
20 000 lm (200 W), 100 lm/W

 – 25 000 lm (210 W), 120 lm/W
 – Color temperature 3000 K and 4000 K
 – Life time 50 000 hours (@L70, Ta 25 °C)
 – CRI ≥ 80
 – MacAdam (initial): 5 step
 – Beam angle: 100 × 55° Specification

 – Class I electrical
 – IP66
 – IK08
 – Ambient operating temperature: -20 to +50 °CMaterial/FinishInstallation/Mounting

Body: Aluminum die-cast 
(< 5 % copper)

Bracket: Carbon steel, gray 
(RAL 9006)

Cover: Tempered glass

Lens: PC

 –  Suitable for wall or ceiling 
mounting

 –  Quick and easy installation 
thanks to universal mounting 
bracket (0 – 300°)

 –  Pre-wired with 3 m long 
mains cable and open cable 
ends with 1 mm² cross section

Ordering guide

Integral photocell 
Leo’s integral photocell can easily be activated/deactivated 
by using the on/off switch on the back of the product. If the 
photocell is activated, Leo will automatically light from dusk  
til dawn. (Operation level: approx. 20 lux ON, 75 lux OFF) 

Performance Guide

Description Wt (kg) Cat. No.

LEO LED FL IP66 75W 830 PC 4.10 LEO75W3K

LEO LED FL IP66 75W 840 PC 4.10 LEO75W

LEO LED FL IP66 100W 830 PC 4.20 LEO100W3K

LEO LED FL IP66 100W 840 PC 4.20 LEO100W

LEO LED FL IP66 150W 830 PC 6.60 LEO150W3K

LEO LED FL IP66 150W 840 PC 6.60 LEO150W

LEO LED FL IP66 200W 830 PC 6.60 LEO200W3K

LEO LED FL IP66 200W 840 PC 6.60 LEO200W

LEO LED FL IP66 210W 830 PC 6.60 LEO210W3K

LEO LED FL IP66 210W 840 PC 6.60 LEO210W

L W H

LEO LED FL IP66 75W 840 272 67 347

LEO LED FL IP66 100W 840 272 67 347

LEO LED FL IP66 150W 840 366 72 456

LEO LED FL IP66 200W 840 366 72 456

LEO LED FL IP66 210W 840 366 72 456

Wattage 
(W)

Mounting 
height (m)

Width (W) × 
Length (L)
(m)

Average 
Horizontal 
Illuminance

Uniformity 
(Uo)

Aiming 
Angle 
(α)

Leo LED FL IP65 75W 840 PC

75 6 10 × 15 22 0.296 20

Leo LED FL IP65 150W 840 PC

150 
150

8 
10

20 × 20  
25 × 20

18 
13

0.208 
0.239

20 
20

Leo LED FL IP65 200W 840 PC

200 
200

12 
15

30 × 30 
35 × 25

11 
9

0.18 
0.24

20 
20

L W

H
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Elsa Poppy

Anna Vario

Julie

Description Wt (kg) Cat. No. SAP Code

ELSA LED 600 1200 830 WH 0.80 EL1200Z3K 96630328

ELSA LED 600 1200 840 WH 0.80 EL1200Z4K 96630327

ELSA LED 600 1200 830 MWS WH 0.80 EL1200ZM3K 96630330

ELSA LED 600 1200 840 MWS WH 0.80 EL1200ZM4K 96630329

ELSA LED 450 800 830 WH 0.60 EL800Z3K 96630377

ELSA LED 450 800 840 WH 0.60 EL800Z4K 96630376

ELSA LED 450 800 830 MWS WH 0.60 EL800ZM3K 96630379

ELSA LED 450 800 840 MWS WH 0.60 EL800ZM4K 96630378

Description Wt (kg) Cat. No. SAP Code

POPPY LED 600 2500 840 1.40 PO2500Z2F 96631257

POPPY LED 1200 2500 840 2.00 PO2500Z4F 96631258

POPPY LED 1200 5000 840 2.00 PO5000Z4F 96631259

POPPY LED 1500 4500 840 2.50 PO4500Z5F 96631260

POPPY LED 1500 4500 840 PIR 2.90 PO4500ZS5F 96633168

POPPY LED 1500 6500 840 2.50 PO6500Z5F 96631261

POPPY LED 1500 6500 840 PIR 2.90 PO6500ZS5F 96633169

POPPY LED 1800 6500 840 3.00 PO6500Z6F 96631262

POPPY LED 1800 8500 840 3.00 PO8500Z6F 96631263

POPPY LED 1200 2500 840 E3 2.60 PO2500ZE4F 96631268

POPPY LED 1200 5000 840 E3 2.60 PO5000ZE4F 96631269

POPPY LED 1500 4500 840 E3 3.10 PO4500ZE5F 96631270

POPPY LED 1500 4500 840 PIR E3 3.50 PO4500ZSE5F 96633170

POPPY LED 1500 6500 840 E3 3.10 PO6500ZE5F 96631271

POPPY LED 1500 6500 840 PIR E3 3.50 PO6500ZSE5F 96633171

POPPY LED 1800 6500 840 E3 3.60 PO6500ZE6F 96631272

POPPY LED 1800 8500 840 E3 3.60 PO8500ZE6F 96631273

Accessories

POPPY LED Suspension Kit 0.04 POSUSKIT 96631274

Appendix

Description Wt (kg) Cat. No. SAP Code

JULIE 600 LED IP65 2200 840 1.03 JU2200Z2F 96628548

JULIE 1200 LED IP65 3200 840 1.30 JU3200Z4F 96631255

JULIE 1200 LED IP65 4200 840 1.50 JU4200Z4F 96665577

JULIE 1500 LED IP65 4200 840 1.56 JU4200Z5F 96628396

JULIE 1500 LED IP65 6300 840 1.95 JU6300Z5F 96665580

JULIE 1800 LED IP65 8600 840 2.15 JU8600Z6F 96631143

JULIE 1200 LED IP65 4200 840 CONNECT 1.60 JU4200ZQC4F 96665578

JULIE 1500 LED IP65 6300 840 CONNECT 2.05 JU6300ZQF5F 96665581

JULIE 1800 LED IP65 8600 840 CONNECT 2.40 JU8600ZQF6F 96631300

JULIE 1200 LED IP65 4200 840 COR MWS 1.95 JU4200ZCM4F 96630234

JULIE 1500 LED IP65 4200 840 COR MWS 2.05 JU4200ZCM5F 96630235

JULIE 1500 LED IP65 6300 840 COR MWS 2.35 JU6300ZCM5F 96630236

Emergency versions

JULIE 1200 LED IP65 3200 840 E3 2.00 JU3200ZE4F 96631404

JULIE 1200 LED IP65 4200 840 E3 2.15 JU4200ZE4F 96665579

JULIE 1500 LED IP65 4200 840 E3 2.20 JU4200ZE5F 96628397

JULIE 1500 LED IP65 6300 840 E3 2.60 JU6300ZE5F 96665582

JULIE 1800 LED IP65 8600 840 E3 2.20 JU8600ZE6F 96631144v

JULIE 1200 LED IP65 4200 840 COR MWS E3 2.60 JU4200ZECM4F 96631093

JULIE 1500 LED IP65 4200 840 COR MWS E3 2.65 JU4200ZECM5F 96631094

JULIE 1500 LED IP65 6300 840 COR MWS E3 3.05 JU6300ZECM5F 96631095

Spare parts

JULIE LED Spare Mount Kit 0.10 JUACCKIT 96628409

JULIE LED CONNECT Spare Mount Kit 0.10 JUCONKIT 96628410

JULIE LED Suspension Kit 0.03 JUSUSKIT 96631301

Lighting Controls

SWITCHLITE SLD BATTEN PIR 96601988

SWITCHLITE CC PROGRAMMER 96240295

Description Wt (kg) Cat. No. SAP Code

ANNA VARIO Q596 3000 830/35/40 2.08 AN3000ZVK 96634030

ANNA VARIO Q596 3750 830/35/40 2.08 AN3750ZVK 96634032

ANNA VARIO 1200 × 300 4000 830/35/40 1.88 AN4000ZVK 96634037

DALI

ANNA VARIO Q596 3750 830/35/40 HFIX 2.60 AN3750XVK 96634034

ANNA VARIO 1200 × 300  
4000 830/35/40 HFIX 1.95 AN4000XVK 96634045

Accessories

ANNA VARIO Q596 Recessed Mount Box ANVARECBOX 96634443

ANNA VARIO Q596 Slim Surface Mount Box ANVASURBOX 96634444

ANNA VAR 1200 × 300 Slim Surface Mount Box ANVA12X3SURBOX 96634447

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 ECOE3TLIFEKIT 96634428

Just Emergency PLUG&PLAY E3 Kit ECOE3KIT 96628839

Just Emergency PLUG&PLAY SelfTest E3 Kit ECOE3TKIT 96628840



Description Wt (kg) Cat. No. SAP Code

AMY VARIO 100 LED DL 700 830/35/40 0.35 AY700ZVK 96632753

AMY VARIO 150 LED DL 1000 830/35/40 0.46 AY1000ZVK 96632754

AMY VARIO 150 LED DL 1500 830/35/40 0.46 AY1500ZVK 96632755

AMY VARIO 200 LED DL 2000 830/35/40 0.66 AY2000ZVK 96632756

Spare Parts

THORNeco Connector 0.085 ECONEC 96631101 

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 ECOE3TLIFEKIT 96634428

Just Emergency PLUG&PLAY E3 Kit ECOE3KIT 96628839

Just Emergency PLUG&PLAY SelfTest E3 Kit ECOE3TKIT 96628840

Amy Vario

Boris

Fred

Description Wt (kg) Cat. No. SAP Code

BORIS 300 13 000 840 2.80 BOR13000Z4K 96634055

BORIS 300 19 000 840 2.80 BOR19000Z4K 96634056

BORIS 375 25 000 840 4.50 BOR25000Z4K 96634057

BORIS 375 30 000 840 4.50 BOR30000Z4K 96634058

Accessories Wt (kg) Cat. No. SAP Code

BORIS PLUG&PLAY E3 Kit 2.00 BORE3KIT 96634425

BORIS MWS SENSOR 0.07 BORMWSKIT 96634059

BORIS REMOTE CONTROL 0.04 BORREMOTE 96634060

BORIS STIRRUP L (6 PCS)   6.00 BORSTIRRL 96634427

BORIS STIRRUP S (6 PCS) 3.40 BORSTIRRS 96634426

CONNY IP68 QUICK CONNECTOR 16A 3-POL 0.05 CONIPCON 96632722

Description Wt (kg) Cat. No. SAP Code

FRED LED IP65 75 550 840 0.30 FR550Z4K 96630340

FRED LED IP65 75 550 830 0.30 FR550Z3K 96630341

Accessories

FRED TRIM SAT 0.50 FRTRMSAC 96630346

FRED TRIM BRO 0.50 FRTRMBR 96630390

FRED TRIM MATT BLK 0.50 FRTRMB 96630574

FRED LENS 24° 0.01 FRLNS24 96630347

FRED LENS 46° 0.01 FRLNS46 96630349

FRED LENS 15° WALL WASH 0.01 FRLNSWW 96630391

FRED Connector 0.05 FRCONEC 96631529

Spare parts

FRED LENS 38° 0.01 FRLNS38 96630348

Lily

Accessories – Light engines Wt (kg) Cat. No. SAP Code

LILY LED SPOT IP44 24° 68 600 927 0.27 LIL600Z27K24 96633274

LILY LED SPOT IP44 24° 68 600 930 0.27 LIL600Z3K24 96633275

LILY LED SPOT IP44 24° 68 600 940 0.27 LIL600Z4K24 96633276

LILY LED SPOT IP44 24° 68 850 927 0.27 LIL850Z27K24 96633277

LILY LED SPOT IP44 24° 68 850 930 0.27 LIL850Z3K24 96633278

LILY LED SPOT IP44 24° 68 850 940 0.27 LIL850Z4K24 96633279

LILY LED SPOT IP44 38° 68 600 927 0.27 LIL600Z27K38 96633280

LILY LED SPOT IP44 38° 68 600 930 0.27 LIL600Z3K38 96633281

LILY LED SPOT IP44 38° 68 600 940 0.27 LIL600Z4K38 96633282

LILY LED SPOT IP44 38° 68 850 927 0.27 LIL850Z27K38 96633283

LILY LED SPOT IP44 38° 68 850 930 0.27 LIL850Z3K38 96633284

LILY LED SPOT IP44 38° 68 850 940 0.27 LIL850Z4K38 96633285

LILY LED SPOT IP44 60° 68 600 927 0.27 LIL600Z27K60 96633286

LILY LED SPOT IP44 60° 68 600 930 0.27 LIL600Z3K60 96633287

LILY LED SPOT IP44 60° 68 600 940 0.27 LIL600Z4K60 96633288

LILY LED SPOT IP44 60° 68 850 927 0.27 LIL850Z27K60 96633289

LILY LED SPOT IP44 60° 68 850 930 0.27 LIL850Z3K60 96633290

LILY LED SPOT IP44 60° 68 850 940 ** 0.27 LIL850Z4K60 96633291

Accessories Wt (kg) Cat. No. SAP Code

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 ECOE3TLIFEKIT 96634428

Just Emergency PLUG&PLAY E3 Kit ECOE3KIT 96628839

Just Emergency PLUG&PLAY SelfTest E3 Kit ECOE3TKIT 96628840

Accessories – Trims & Cans Wt (kg) Cat. No. SAP Code

Bezel trim round adjustable white 0.080 LILRDTRIMW 96632298

Bezel trim round adjustable black 0.080 LILRDTRIMB 96632302

Bezel trim round adjustable silver 0.080 LILRDTRIMS 96632303

Bezel trim square adjustable white 0.085 LILSQTRIMW 96632300

Bezel trim square adjustable black 0.085 LILSQTRIMB 96632304

Bezel trim square adjustable silver 0.085 LILSQTRIMS 96632305

Bezel trim IP65 white 0.075 LILIP65TRIMW 96632301

Pendant can white 0.377 LILCANW 96633292

Pendant can black 0.377 LILCANB 96633293

Complete product – light engine plus 
round white adjustable trim included

Wt 
(kg) Cat. No. SAP Code

LILY LED SPOT IP44 38° 68 600 930 ADJ WH 0.36 LIL600Z3K38TRIMW 96632287

LILY LED SPOT IP44 38° 68 600 940 ADJ WH 0.36 LIL600Z4K38TRIMW 96632288

LILY LED SPOT IP44 38° 68 850 930 ADJ WH 0.36 LIL850Z3K38TRIMW 96632290

LILY LED SPOT IP44 38° 68 850 940 ADJ WH 0.36 LIL850Z4K38TRIMW 96632291



Tom Vario

Just Emergency

Leonie

Description Wt (kg) Cat. No. SAP Code

TOM VARIO LED 300 2000 830/40 WH 0.75 TM2000ZWVK 96631714

TOM VARIO LED 300 2000 830/40 BK 0.75 TM2000ZBVK 96668716

TOM VARIO LED 300 2000 830/40 MWS WH 0.80 TM2000ZMWVK 96631715

TOM VARIO LED 300 2000 830/40 MWS BK 0.80 TM2000ZMBVK 96668717

TOM VARIO LED 300 1200 830/40 WH 0.75 TM1200ZWVK 96632237

TOM VARIO LED 300 1200 830/40 BK 0.75 TM1200ZBVK 96668718

TOM VARIO LED 300 1200 830/40 MWS WH 0.80 TM1200ZMWVK 96632238

TOM VARIO LED 300 1200 830/40 MWS BK 0.80 TM1200ZMBVK 96668719

Description Wt (kg) Cat. No. SAP Code

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 0.54 ECOE3TLIFEKIT 96634428

REPLACEMENT BATTERY FOR 
ECOE3TLIFEKIT 0.14 ECOE3TLIFEBAT 59011337

Just Emergency PLUG&PLAY E3 Kit * ECOE3KIT 96628839

Just Emergency PLUG&PLAY SelfTest E3 Kit * ECOE3TKIT 96628840

Description Wt (kg) Cat. No. SAP Code

LEONIE LED FL IP65 10W 840 0.45 LEO10W4K 96630335

LEONIE LED FL IP65 20W 840 0.53 LEO20W4K 96630336

LEONIE LED FL IP65 30W 840 0.53 LEO30W4K 96630337

LEONIE LED FL IP65 50W 840 0.77 LEO50W4K 96630338

LEONIE LED FL IP65 10W 830 0.45 LEO10W3K 96631096

LEONIE LED FL IP65 20W 830 0.53 LEO20W3K 96631097

LEONIE LED FL IP65 30W 830 0.53 LEO30W3K 96631098

LEONIE LED FL IP65 50W 830 0.77 LEO50W3K 96631099

Accessories

LEONIE PLUG&PLAY MWS 0.15 LEOMWS 96630339

LEONIE SPIKE 0.14 LEOSPK 96631302

LEONIE WALL BRACKET 0.30 LEOBRK 96632214

Appendix

Lara

Lara

Description Wt (kg) Cat.No. SAP Code

LARA LED 250 800 840 WH 0.70 LAS800ZW4K 96666101

LARA LED 250 800 840 BLK 0.70 LAS800ZB4K 96666102

LARA LED 250 800 840 E3 WH 0.90 LAS800ZWE4K 96666103

LARA LED 250 800 840 E3 BLK 0.90 LAS800ZBE4K 96666104

LARA LED 300 1200 840 WH 1.07 LAL1200ZW4K 96666105

LARA LED 300 1200 840 BLK 1.07 LAL1200ZB4K 96666106

LARA LED 300 1200 840 E3 WH 1.20 LAL1200ZEW4K 96666107

LARA LED 300 1200 840 E3 BLK 1.20 LAL1200ZEB4K 96666108

LARA LED 250 800 840 MWS WH 0.70 LAS800ZMW4K 96666109

LARA LED 250 800 840 MWS BLK 0.70 LAS800ZMB4K 96666110

LARA LED 250 800 840 MWS E3 WH 0.90 LAS800ZMEW4K 96666111

LARA LED 250 800 840 MWS E3 BLK 0.90 LAS800ZMEB4K 96666112

LARA LED 300 1200 840 MWS WH 1.07 LAL1200ZMW4K 96666113

LARA LED 300 1200 840 MWS BLK 1.07 LAL1200ZMB4K 96666114

LARA LED 300 1200 840 MWS E3 WH 1.20 LAL1200ZMEW4K 96666115

LARA LED 300 1200 840 MWS E3 BLK 1.20 LAL1200ZMEB4K 96666116

LARA LED 330 2000 840 WH 1.20 LAXL2000ZW4K 96629752

LARA LED 330 2000 840 MWS WH 1.20 LAXL2000ZMW4K 96629754

LARA LED 330 2000 840 E3 WH 1.40 LAXL2000ZEW4K 96629755

LARA LED 330 2000 840 MWS E3 WH 1.40 LAXL2000ZMEW4K 96629756

Zoe Vario
Accessories Wt (kg) Cat.No. SAP Code

LARA BEZEL TRIM S 250 WH 0.20 LASBEZW 96666121

LARA BEZEL TRIM S 250 BLK 0.20 LASBEZB 96666123

LARA BEZEL TRIM L 300 WH 0.20 LALBEZW 96666122

LARA BEZEL TRIM L 300 BLK 0.20 LALBEZB 96666124

LARA BEZEL TRIM XL 330 WH 0.30 LAXLBEZW 96630071

LARA EYELID TRIM S 250 BLK 0.20 LASEYEB 96666125

LARA EYELID TRIM L 300 BLK 0.30 LALEYEB 96666126

LARA EYELID GRILLE TRIM S 250 BLK 0.20 LASEYEGRIB 96666127

LARA EYELID GRILLE TRIM L 300 BLK 0.30 LALEYEGRIB 96666128

LARA GRILLE TRIM S 250 BLK 0.20 LASGRIB 96666129

LARA GRILLE TRIM L 300 BLK 0.30 LALGRIB 96666130

LARA Tamperproof Screw Kit 0.019 LAVPSKIT 96628612

Description Wt (kg) Cat. No. SAP Code

ZOE VARIO LED DL 130 700 830/35/40 0.30 ZO700ZVK 96632685

ZOE VARIO LED DL 170 1000 830/35/40 0.40 ZO1000ZVK 96632686

ZOE VARIO LED DL 210 1600 830/35/40 0.50 ZO1600ZVK 96632687

ZOE VARIO LED DL 210 2000 830/35/40 0.50 ZO2000ZVK 96632688

Accessories Wt (kg) Cat. No. SAP Code

Just E3 PLUG&PLAY Kit SelfTest LiFePo4 ECOE3TLIFEKIT 96634428

Just Emergency PLUG&PLAY E3 Kit ECOE3KIT 96628839

Just Emergency PLUG&PLAY SelfTest E3 Kit ECOE3TKIT 96628840

* While stocks lasts



Holly

Leo

Accessories

Mary

Rosy

Description Wt (kg) Cat. No. SAP Code

HOLLY CONE ROUND DOWN IP65 300 830 0.52 HOLRD300Z3K 96633683

HOLLY CONE ROUND UP/DOWN IP65 500 830 0.52 HOLRD500Z3K 96633684

HOLLY CONE SQUARE DOWN IP65 300 830 0.52 HOLSQ300Z3K 96633685

HOLLY CONE SQUARE UP/DOWN IP65 500 830 0.52 HOLSQ500Z3K 96633686

HOLLY WALL CAN DOWN IP65 250 830 0.50 HOLW250Z3K 96633687

Description Wt (kg) Cat. No. SAP Code

LEO LED FL IP66 75W 830 PC 4.10 LEO75W3K 96632698

LEO LED FL IP66 75W 840 PC 4.10 LEO75W 96630252

LEO LED FL IP66 100W 830 PC 4.20 LEO100W3K 96632699

LEO LED FL IP66 100W 840 PC 4.20 LEO100W 96630253

LEO LED FL IP66 150W 830 PC 6.60 LEO150W3K 96632700

LEO LED FL IP66 150W 840 PC 6.60 LEO150W 96630254

LEO LED FL IP66 200W 830 PC 6.60 LEO200W3K 96632701

LEO LED FL IP66 200W 840 PC 6.60 LEO200W 96630255

LEO LED FL IP66 210W 830 PC 6.60 LEO210W3K 96632702

LEO LED FL IP66 210W 840 PC 6.60 LEO210W 96630256

Description Wt (kg) Cat. No. SAP Code

ECO PIR SENSOR 0.36 ECOPIR 96633592

ECO PC SENSOR 0.36 ECOPCELL 96634061

CONNY IP68 QUICK CONNECTOR 16A 3-POL 0.05 CONIPCON 96632722

ECO EXTENSION CABLE 1M 0.16 ECOEXTC1M 96633584

ECO EXTENSION CABLE 2M 0.30 ECOEXTC2M 96633585

ECO EXTENSION CABLE 5M 0.73 ECOEXTC5M 96633586

ECO EXTENSION CABLE 10M 1.45 ECOEXTC10M 96633587

ECO MAIN ADAPTOR 0.20 ECOMAINSAD 96633588

ECO EXT INTEGRATOR 0.20 ECOEXTINT 96633589

ECO T-CONNECTOR 0.14 ECOTCON 96633590

ECO MULTICONNECTOR 0.58 ECOMULTICON 96633591

Description Wt (kg) Cat. No. SAP Code

MARY GARDEN SPOT IP66 500 830 0.75 MAR500Z3K 96633583

Accessories

ECO PIR SENSOR 0.36 ECOPIR 96633592

ECO PC SENSOR 0.36 ECOPCELL 96634061

Description Wt (kg) Cat. No. SAP Code

ROSY INGROUND IP67 350 830 0.95 ROS350Z3K 96633582

Accessories

ECO PIR SENSOR 0.36 ECOPIR 96633592

ECO PC SENSOR 0.36 ECOPCELL 96634061
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THORNeco is constantly developing and improving its products.  
All descriptions, illustrations, drawings and specifications in this  
publication present only general particulars and shall not form  
part of any contract. The right is reserved to change specifications  
without prior notification or public announcement. All goods  
supplied by the company are supplied subject to the company’s  
General Conditions of Sale, a copy of which is available on request. 
 All measurements are in millimetres and weights in kilograms  
unless otherwise stated.
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